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Notice

Notice

Thank you for purchasing BONI| DVR.

1. This manual is for BONI DVR user.
Manual for USB PC camera, Windows O/S other than BONI DVR is not provided.

2. We are not responsible for any damage to this product, electrical
damage to your PC or damages to the saved data in H/W, caused

by the failure to follow the instructions in this manual.

3. BONI DVR is a video surveillance solution and acts in an auxiliary
role. We are not responsible for theft, misuse or other crimes

regarding surveillance objects.

4. This product and the manual are under the protection of copyright
and the protection law for computers. It is illegal to copy or

distribute them without the written permission of Mirae telecom.

5. BONI DVR is automatically upgraded through the internet in the
future. This may cause some changes to this manual and other

functions of this program.

2009. 05. 01.
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Note before installation

Note before installation

Be sure to check the following details before using the system.

1. To run BONI DVR, more than one USB Camera should be connected with to your PC.

2. BONI DVR is only compatible with operating system WINDOWS 98/2000/XP/Vista/7.

3. To install BONI DVR, a 20G HDD memory disk space or or more is needed .

4. DirectX 8.1 or higher should be installed to run BONI DVR. Direct X 9.0 is installed

automatically when setting BONI DVR.

4.1 Please refer to p. 81 of this manual for DirectX 8.1

4.2 BONI DVR CD or the web site (http://www.dvrtop.com) supplies the installation file.

5. Please confirm the recommendation of a USB Camera to make stable use of the

functions provided by BONI| DVR .

6. When you install BONI DVR, terminate all the application programs you are using in

your browser.

1. System Requirements

Recommendation Requirements
Processor Pentium IV 1.8Ghz PentiumIll 800Mhz
Memory 512MB 128MB
Hard Disk 80GB 40GB
VGA 64M 16M
USB Port Four 2.0 USB Port Two 1.1 USB Port
DirectX Version 9.0 Version 8.1
Operating . .
Systemns Windows 98 / ME / 2000 / XP / Vista / 7

[Table 1] System specifications




Note before installation

2. USB Camera Requirements

ltem System
Connection
Mode USB Port (Interface)
Resolution VGA 320%240 / 640%480 supported

. DirectShow Interface Device(WDM) supported
Function )

USB Bandwidth controls supported

0/S Windows 98 / ME / 2000 / XP /Vista / 7
Driver USB 2.0

[Table 2] USB Camera Requirements
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Chapter 1 : Introduction

1. Overview of Product O

BONI| DVR is a video surveillance solution that converts CCTV's features into those
of software targeting a small&medium sized businesses or a store who seeks a
affordable product.

2. Features O

1. Only PC and USB web camera are required to install the surveillance system.

2. Compatible with cheap CMOS PC camera without power work.

3. Use industry standard CCTV surveillance cameras.

4. Remote management system internet/Mobile/PDA (Not available)

5. Possibility of PC tasks(Microsoft word, internet or other applications) while monitoring and recording.

6. Supports High quality videos and excellent compression rate due to use of technology of MPEG4

image compression.

7. Simultaneous recording, monitoring, playback, controls of 4cameras Selectable resolutions

(320*240 or 640*480)

8. Record videos on a separate PC in case of file loss or system failures Definable sensitive area and

motion detection.
9. Use our integrated scheduling to start and stop recording at pre-determined times
10. Supports alarm notification through SMS, VMS and Auto-recording upon variation in sensitive area.
11. Supports management features to log, search, print out all events.

12. Easy maintenance to be upgraded by using internet downloads.



3. Product Main Function O

Chapter 1 : Introduction

Subjects

Descriptions

Camera
disconnection

alarm notification

Notify you when camera disconnected or malfunctioned and exit
the channel automatically.

Screen division

Monitoring screen is moved to the right side on the display and

user works computing tasks while viewing cameras.

Growing channel

Enlarge a specific channel or make the full viewing mode.

Setting file
generation

intervals.

Set file-generating intervals in case of possible obstacles happened
from long- time recording.

Setting recording

space

Securing the necessary space for other tasks other than video

recording.

Auto deletion

Auto-delete the old video files when HDD space is full.

Survell
lance | Video
) i Control the speed of display and recording for the stable workload
Servic | speed/recording . - .
] of machine and efficient storing space.
es setting
Resolution setting Set the clearance of video on the display.
Video recording Constant recording or Recording only when motion detected.
Replay Speed up or down the play-back video.
Video saving Auto deletion protection for important video files.
Scheduling Allow to operate program at desirable time ahead.
Has feature to limit number of BONI DVR program controller other
System locks o
than administrator.
Event All events are recorded by date, searched by functions and printed
management out.
Updating Continue to upgrade automatically through internet.
Value— SMS/VMS natification when internet line disconnected or
SMS/VMS ) )
added emergencies happened. (Not available)
Servic | Remote monitoring | Remote monitor/control/record through Internet/Mobile from
es / control / Records

anywhere anytime. (Not available)
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4. Components O

1. BONI DVR CD

BONI DVR Program, BONI CAM Driver, Users manual CD are included.
BONI DVR is composed of surveillance service and additional service.

BONI CAM driver is needed when connecting BONI CAM on your PC.

2. BONI DVR Users Manual

The info. on BONI DVR Introduction, features, how to use, troubleshooting is detailed.

3. BONI DVR product code.

Product code for BONI DVR is needed for authentication of real goods when installing or re—

installing product. And It is also needed to receive customer support.

10



Chapter 1 : Introduction

5.How to use BONI DVR service O

BONI DVR provides two kinds of services; a basic surveillance service and a web

surveillance service by using the internet or a mobile phone.

1. surveillance service : Surveillance service through a PC installed with BONI DVR
2. Additional Service : Remote monitoring and controlling service through internet or mobile,
SMS/VMS notification service when motion is detected. (Not available)

2.1 Web Service : Remote controls or monitoring BONI DVR through internet.

2.2 Mobile service : Through mobile, remote controls and receiving SMS/VMS for
detected motion.

You are required to obtain authentication before using BONI DVR. You must obtain

approval by registration.

Registration Method

1. When beginning the installation of BONI DVR : Refer to pp.18~21 of the manual for
details ( Your computer should be on line.)

2. By using Internet

2.1 Visit the homepage (http://www.dvrtop.com) to join as a member.
3. By using phone

3.1 Contact the shop where you purchased BON| DVR.

Authentication Method

See pp. 18~21 for details.

11
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Chapter 2 : BONI DVR setup and implement
1. Camera connection O

A camera should be connected to your PC before installing BONI DVR. Users need
USB cameras that are compatible with the Direct show Interface Device(WDM).
Please refer to Table 2 on p. 6 for recommendations for USB cameras. Every
camera has its own installation method. This manual shows a sample for a specific
camera for users’ understanding. Please refer to the manual provided by the

!nanufaoturer for installing specific cameras. /

1. Please prepare to install a camera and the driver for the camera.

(The driver is provided by the manufacture when you purchase the camera.)

2. Put the camera driver CD in the PC CD-ROM drive, and the installation program will
automatically run. Implement Window will appear and select “driver setup.”
Insert the Driver CD of the camera in your PC for automatic execution of the installation
program.(If you insert the CD for driver of cam into your PC, select driver installation on
the active window. Then, the camera setup software works of itself.)

2.1 When CD is not automatically installed.

1) In case of failure of automatic installation, please click on Finder in the desktop.

Or press the right button on ‘My Computer’ and press ‘Searcher’ to select ‘Search.’
And then choose the CD location to execute ‘Setup’.

MIBAE MTC-D1 Camera Driver Setup E| 3 Please C||Ck ‘Next’ Whel’] the

Welcome to the InstallS hield Wizard for MIRAE

Welcame lo the installation wizard appears on the PC

The InstalShickd® Wizard will install MIRAE MTC-D1 like Picture 1.

Camera an wour computer. To cantinue, click Mexst

Cancel

[Picture 1] USB Camera setup start

*1 USB is a contracted word which combines ‘Universal’ and ‘Serial’ ‘Universal’
means that all the devices use the same connectors. ‘Serial’ means the devices are
connected with daze chains.

13



Chapter 2 : BONI DVR setup and implement

MIBAE MTC-D1 Camera Driver Setup

4. At the completion of installation,

InstallShield Wizard Complete

’

you'll be asked to reboot your PC.
The InstallShield Wizard has successfully installed MIRAE
MTC-D1 Camera. Before pou can use the pragram, pou must

restat your computer. Please select ‘Yes, | want to restart

(& ies [ wank to restar T CompLler now my Computer nOW.’ in the Check box

€ Mo, | will restart my computer later.

and then press ‘Finish’.

Remowve any disks from their dives. and then click Finish to
complete setup.

[Picture 2] USB Camera driver installation exits
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[Picture 3] Back side of PC

5. After rebooting, attach the camera to the USB port at the back side of PC.
5.1 Common PC has two or more USB ports at the back. (Laptop would have only one port.)
Extra USB HUB can be purchased at electronics shops when you need more USB

Ports. If you need more USB ports, you can get USB HUB at the Electronics shops.

Warning! Please note that if you use Bandwidth—not—adjustable camera, the number
of connectable camera is to be limited.

5.2 You can use attaching camera to USB port.
Please note that you are to use such additional equipments as USB herb or USB

repeater cable, you must connect it to camera before attaching camera to PC.
5.3 The Green LED on the front side of the camera will blink for a minute if the
camera is normal.
6. When you connect the camera to your PC, you will be given a message that the
operating system is installing the driver.

7. I1f you see the message of complement of setup installation, click the OK button.

14



Chapter 2 : BONI DVR setup and implement

2. Camera Setups O

The difference of screen quality and video for USB camera is subject to how to setup camera and
the adjustment of bandwidth.
Please follow the below for the stable use when installing camera.
1. Settings when your PC has 2 USB ports.
1.1 Attach 2 USB Hubs to your PC.
1.2 Connect two cameras to two different USB herb respectively.
1.3 Run after finishing camera setup.
1.4 Select camera settings in channels one by one and set “2”of all camera for bandwidth.
1.5 Total bandwidth can not excess 100%.
1.6 After setting bandwidth, reboot PC.
1.7 Run BONI DVR program.

2. Settings when your PC has 4 or more USB ports.
2.1 Attach cameras to USB port respectively.
2.2 After installing camera, run BONI DVR.
2.3 Select camera settings in channels one by one and set “2” or “3” of all cameras for
bandwidth.
2.4 Total bandwidth can not excess 200%.
2.5 After setting bandwidth, reboot PC.
2.6 Run BONI DVR program.

Warning!

1) The value of BONI CAM is “1” for bandwidth when initial installation.
We recommend you set “2”of value for USB bandwidth. Otherwise, it causes the low
quality of screen and other systemic troubles.

2) Rebooting PC enable the operation of stable system when releasing and reconnecting
USB Hub and repeater cable.

3) USB extension card rather than USB Hub could be more stable when the shortage of
USB ports.

Note: System USB bandwidth checking

Take the next steps : [My computer]+[Click mouse right button]-[Properties]-[Hardware] -
[Device manager] - [Universal Serial Bus Controllers]-[Controller Double—click]-[Advanced]

After appearing related window, those value indicate bandwidth you are using. And then, you can
finally identify the sum of total bandwidth value with default system value and the above value you
are using.

15
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3. BONI DVR Program Installation O

3.1 BONI DVR setup

1. PC software to configure BONI DVR is provided in a CD.

2. Insert the CD into the CD-ROM of your PC.

e

@ BONIDVR - Install - { Directx 9.0
@ BONI CAM - Driver / \ @ users Manual

B & Nlov

M MIRAETELECOM

(@ 2005 MIRAE TELECOM Corporation. All ights reserved.

[Picture 1] BONI DVR CD window

BONI DYR Install i x|

Welcome to the InstallShield Wizard for
BONIDVR_SETUP

The InstalShield® wWizard will install BONIDWR_SETUR on
your computer. To continue, click Next

<Back Cancel |

[Picture 2] BONI DVR setup start

BONI DVR Install il x|

License Agreement

Pleass read the following license agreement carefully

BONI DVR license agieement and limited waranty ﬂ

The documentation is protected by copyiight and other intellectual property laws and
reaties.

Mirae: Telecominc. o ts suppliers own the tille, copyright and other intellzctual rights in

the product enclosed.

The license agreement dascribes your right to uss the softwars for a imited period

The license agresment does rot enilills you to any ownership rights of the programming

code.

¥ou agree to be bound by the terms of this license agreemert by using, loading the

software, any device,

[You s aranted the following rights and duties sacept for oike fev provisions described |

Bt

1 | accept the terms of the license agreement

£ | do ol aceept the tems of the license agreement

IrrstalGhield

<Back | Mews | cancel |

[Picture 3] License agreement

16

3. Start the installation pressing the button
“BONI DVR-Install” that appear in the screen
after setting up CD.

note) If CD does not run automatically, press the

icon “explorer” in the background screen or

push the right button and select “explore” on
your mouse in the screen of “My Computer”

click it. Then locate the CD through the

explorer and run ‘autorun’.

4. Press ‘NEXT for the installation of BONI DVR.

5. Please read the terms of users contract and

select “agreement” and click “next”
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x
Customes Information g 6. Enter the name and the company name then

Please enter your information

click “next”.

Plzase enter your name and the name of the company for which you work.

User Name:

[BONIDVR

Lompany Name.

|M\RAE\

IrsstalShield

<Back Met> | Cancel

[Picture 4] User info.

T
Ricady fo Install the Program g 7. Click “installation” for set up.

The wizard is ready to begin installation.

Click Install to bedir the instalation.

1F you want to review or change any of your installation settings, click Back. Click Cancel to exit
the wizard

<Back [Tl | Cancel |

[Picture 5] BONI DVR setup

Digital Signature Not Found L x|

The Microsaft digital signature affirms that software has
been tested with Windows and that the software has not
been altered since it was tested.

The software vou are about to install does not contain a
Microsoft digital signature. Therefare, there is no
guarantee that this software works comectly with
findows.

Sound, video and game contrallers

It you want to search for Microsolt digitally signed
softwiare, vizit the Wwindows Update web site at
hitp: AAwindowsupdate microsoft. com to see if one is
available.

Do vou want to continue the installation?

Mo | Maore Info I

[Picture 6] WIN 98,ME,2000

8. Those process are to set up the necessary codec when for use of software Press

“continue or yes” to keep on installing.

BONI DVR Install

reelSheld Wiz Conpets 9. click ‘finish’ then all the procedure is complete.

The InstallShield Wizard has successtully installed
BONIDYR_SETUP. Click Firish tor exi the wizard.

Attention!
If you delete and setup BONI DVR again, previously

defined values is deleted. Please refer to page.100 to

keep the previous values.

ook [FTRRC cee |

[Picture 7] BONI DVR setup finish

17



4. BONI DVR Program Execution O

4.1 BONI DVR Authentication

Chapter 2 : BONI DVR setup and implement

BONI DVR must be authenticated for you to use.
You are required to be approved to make formal use of BONI DVR. For approval,

you need a license number provided on the CD or the registration number which

you can obtain from the provider through the internet or by telephone.

Attention! Please do certification process in order as follow below.
If the procedure is not in order, you must rerun software.

1. When Internet is not connected.

1.1 Please inquire the shopping center which you bough at of in order ro obtain registration

number.

2. Through the Internet

[Picture 1] Background Window

BONI DY¥R Authentication (¥3.3.2) |

BONI DWR Solution
Copyright{c)2004 Mirae Telecorn Co., Ltd.
all Rights Reserved.,

Thank wou for your purchasing our product.
If you would like to use the product normally,
it should be authenticated.

For further information on the authentication for
real product, Please refer to the docurmnentation
for help or users manual.

Click on the authentication start button after entering Serial Mo,

rSeriaI Nao. ||
Reg. Code |

[Picture 2] BONI DVR Authentication Window.

2.1 Double—click the icon ‘BONI DVR’ in the

background window and execute.
In case of user of the edition for evaluation can

see ‘BONI DVR(DEMO)’ instead.

2.2 Enter product code and click the authentication
start button in the authentication window.
Input the Serial No. and then press ‘Approval
Confirmation’

1) Key No. : The Installation Number automatically
generated during BONI DVR installation. (Auto
creation)

2) Serial No. : License Number attached to the CD
of the product. (Enter)

3) Reg. Code : It is the unique number created
automatically when you register the product
formally. (Enter or Paste)

You are required to distinguish between capital
and small letters during input .

18



Chapter 2 : BONI DVR setup and implement

2.3 [Picture 3] shows the window to input user’s information and join as a member.

/3 (En-Us) Product confirmation - Microsoft Internet| Ex| =] 5]

Unser info. Entry Window

Itis the vital process when BOM| DR real product is athenticated

User Mame : | |

Model : |B4DD 'l
Req. Reason : |[Chuose Red. Reason] ¥

QK |

* Non member should press the button helowe.

Register and Obtain Reg Mo

E
|@] pone I_E‘o Internet Y

[Picture 3] User info. registration Window

2.4 Type user’'s information.

/3 (En-Us) Product confirmation - Microsoft Internet| Ex| =] 5]

|»

Unser info. Entry Window

Itis the vital process when BOM| DR real product is athenticated

User Mame : | |

Model : |E|4DD 'l
Reg. Reason |[Chuose Rey. Reason] = I

QK |

* Non member should press the button helowe.

Register and Obtain Reg Mo

e ]

|@] pone I_E‘o Internet

[Picture 4] Entering user info.

1) When you obtain membership,

Description of [Picture 2] Reg. Code is the
window for user’s proper number.
Unofficial members are required to register

by choosing ‘Register and Obtain Reg.No’
button.

[ Choose Reg. Reason

First Installation
FC Change
Cther ete
case description
First Installation You want first
installation
PC Change You want to
exchange PC.
Other Others

[Table 1] Setup contents

() Enter the user info. of picture 4 in the respective item.

@ Press the ‘OK’ button at the completion of input.

registration number.

Attention! The initial registration code is not available when replacing your PC.
Please ask the seller of BONI DVR when the approved registration number
is no longer valid should you desire to change PC’s .(If you change your
PC, the certified In that case, please inform the seller of BONI DVR of the

19



2) For an unofficial member

Chapter 2 : BONI DVR setup and implement

@ Click <Sign—-up and Code obtaining] in user info. Entering window of picture 4 on
page 19 and membership registration window will pop-up.
Choosing ‘member admission and registration’ in the following member join

dialog box. [Picture 3 @ P.14] displays the window for member admission.

“z8 D¥rtop.com - Member Join - Microsoft Internet Explorer

. (Defimtion

—1ox

™ 1 have read, understood and agree to the conditions above.

Fields marked with an asterisk * are required.

Member ID |
Password [
Repeat Password I:l

" User name | |
E-mail [ ]
Birthday |January ;I W 3 |yyyy

Street Address \

City I ]

Installation

State /Province \ |

[Privacy Security]

El @ Type ID, password, name, and e—mail
address, etc. when the member joining

window appears.

® Click Ok after the entry of the
information.

Address
Zip/PostalCode [ |
Country [[Choose Country] =1
Street Address \ |
City [ ]
Address for 3
mail Addressee State/Province ‘ |
Zip/PostalCode [ |
Country [[Choose Country] =1
ArEaconss N £ R
Phone
Mobile Phane i ——
* Registration Code Search
Model : |B400 'I
Req. Reason @ |First Installation =
rMember joining I Cancel
=l
|&7 pene [ 5 [#@ mtemnet 7

[Picture 5] Membership registration window

2.5 [Picture 6] Reg. Code window appears.

/3 (En-US) BONI DYR product authenticity BONI DVR - Microsoft Internet

B Nlow

It is the vital process when BONI DVR real product is athenticated.

1. Click on th 1l
Regigtration code crestion |

2. After copying registration code, paste in the Real product
authentication Window.

Rey. Code : |

|
€] Done [ [ [ mternet 4

[Picture 6] Registration code
creating window

7 (En-US) BONI DVR product authenticity BONI DYR - Microsoft Internet

B Nlows

" Itis the vital process when BOMI DVR real product 5 athenticated

LAl

1. Click on the Reqgistration code creation buttion belo

‘ Renistration code creation |

2. After copying registration code, paste in the Real product

Reg. Code : |BASe6-20AA4-851wi-Aow23

& ore \

R K

|5 [ mtermet

[Picture 7] Registration code
creating finish window

1) Pressing ‘Restore’ button generates Reg.Code like [picture 7].

2) Copy the registration code created.

20
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2.6 Enter the copied registration code in the real product authentication window.

The entry of Reg. Code will appear in the window for approval confirmation.

BONI D¥YR Authentication (¥3.3.2)

BOMI DWR. Solution
Copyright{c)2004 Mirae Telecom Co., Ltd.
All Rights Reserved.

Thank you for your purchasing our product.
If you would like to use the product normally,
it should be authenticated.

For further information on the authentication for
real praoduct, Please refer to the documentation
for help or users manual.

Click on the authentication start butten after entering Serial Mo,

i HELP | F] ExiT |

Confirmation

LG I 742 7-1851-0F74-044C
serial No. [a35f-2117-2039
|| Reg. Code [66512-235a4-85640-A9eh6 I

[Picture 8] BONI DVR real product registration finish window

2.7 Click ‘Approval Confirmation’.

2.8 The window for BONI DVR login shows up after approval.

User Confirmation i

Click the Ok button after entering the

% . Please enter your ID and
w:%  Password for authentication,

password. Then the BON| DVR executes.

* English: Capital or Small

|* The First User accourt guest|

| After executing BON| DVR, refer
| | to p.49 for changing password.

Confirmed Exit |

[Picture 9] BONI DVR log—in window

3. When replacing PC and re-installing.
Before reinstalling BON| DVR to another PC,contact the seller of BON| DVR.
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4.2 Program implement

1. Double—click the icon ‘BONI DVR’ in the background window and execute. (When using a
copy of the evaluation, BONI DVR(DEMO) shows up like a picture

I
Windows

Professional

[Picture 1] Background window

User Confirmation ]

2. Type the password in the login window

et cie i b and then Click the ‘OK’ button to run BONI DVR.

st Password for authentication.

* English: Capital or Small
I * The First User account guest I

:I See p.49 for changing passwords

Confirmed Exit | after executing BONI DVR.

[Picture 2] user authentication window

4.3 Program Exit

1. Press the ‘Exit’ button on the right

bottom to exit the program.

[Picture 1] BONI DVR Main screen

22



5. BONI DVR screen structureO

5.1 BONI DVR main screen

5.2 Feature Buttons

Chapter 2 : BONI DVR setup and implement

Menu

Status | Connect
Connect
Connect

Event Status

[07/01 15:28:10] SYS
prograrm start

. --—‘ Free HDD ahie)

[Picture 1] BONI DVR Main screen

Shape | No. Buttons Features

1 Exit Exit the program.

iﬂ.'b ) Screen partition Lessen and divide the screen and enable user to do other
= e computer task during monitoring.

23
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Shape | No. Buttons Features
@ 3 Hidden screen mode BONI DVR is hidden from web screen.
The image of the chosen channel is recorded and saved
E 4 R q into its local hard disk. LED on the channel number turns
ecor red. Press the save button once more to terminate the
save.
Press the ‘Motion Detection’ button to begin motion
5 Motion Detection detection. Press the button again to terminate motion
] detection.
6 Motion detecting during | Motion detecting starts during recording. Press once
recording more to stop it.
. The camera of the chosen channel can be configured.
l Camera setting (lightness, bandwidth, illumination, color, saturation, etc)
L ) )
B 8 ock/Unlock Pressing the ‘lock’ button locks all the functions. Enter
L —> administrator’'s password to unlock the functions.
9 Panel Controller Hides or reveals the panel window on the right screen.
10 Alert stop User can stop alert. It flickers only when alert sound
operate.
e If you use alert delay function, there is no sound during
Alert notification ) o
7 stop/release period as much as you set when motion is detected.
= 11 _ After setting period, sound alerts and it notify you
B- 23 ~
=4 AN through SMS or VMS. At the time, you can press alert
notification stop button to stop sound.
. Pressing ‘ON’ shows the relevant image by selecting a
12 | Channel Selection

channel. Press ‘Off’ to exit the channel.

*Motion detection?
The function of motion detection transmits the images of any motion or intruders captured
on surveillance screen and saves the images, thus giving warning message or SMS/VMS.
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Chapter 2 : BONI DVR setup and implement

Shape No. Buttons Features
E Yellow : Connecting camera
E (Yellow means that the image is not saved during motion
LED color of detection.)
- 13 channel statue Green : Camera is on.
Red: The image is being saved.
Gray : Camera is disconnected
S ” Administrator’s To install administrator’s environment (web service, time,
Installation channel)
B &larm 15 Settings alert To install surveillance area, alarm and SMS.
When running more than 2 channels, you can alternatively
16 Channel enlarge the channels . The channel is converted by the set
Rotation time. (The initial setting time is 5 seconds. You can change
the time in administrator’s installation.)
You can view all recorded events and motion logs by date,
17 Log button )
time and channels.
18 Playback To search for the recorded image or save the still image.

[Table 1] Buttons features
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5.3 BONI DVR panel window

| -HH:-H |
I End Time Mone I @

,a_ Admin = Alarm

®Replay W Log

£

| Circle

Channel Status
Status
Connect
Connect

Event Status ®

[07/03 15:01:11] 57S
prograrn start

I
Free HDD 1.3 @

[Picture 1] Panel Window

EHT G EHT

MIRAE MTC-D1 Camera

Resalution ¢ normal resolution

video speed ¢ 15 [ video recording speed ;15

Camera Off
video recording start
all channel recording start

Mation Detection Start
all channel motion detection start.

IMation detection start during recording
Motion detection start during recording all channels

enlargement
The whole screen

Camera setup

[Picture 2] On-screen shortcut menu

Chapter 2 : BONI DVR setup and implement

1. Scheduling system end time

2. Channel : Indicates status of Channel Operation

» Connection : Camera connection.

* On : Channel is on

 Off : Channel is off.

» Motion Detecting : Motion detection implement

» Recording : Video recording implement

» Simultaneous detecting during recording :
Detecting motion during recording.

* Detecting motion zone : Drawing boxes to
highlight area of screen that needs special motion

sensitivity and implementing motion detecting in
that defined area.

 Error : Camera disconnection or video stopping
« Connect : Indicating client connection
* Web : connection via internet

* Mobile : connection by Mobile

3. Event Status
- Various event statuses can be shown
during the BONI DVR operation

4. Recording space indication

It indicate free HDD of computer.

5.4 on-screen shortcut menu

Right mouse click on the channel to use functions
quickly And the On—-screen shortcut menu screen from
picture 2 appears. Be sure to look through the

descriptions on On—screen shortcut menu below.
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Chapter 3 BONI DVR manual

1. Surveillance Screen (Initial Screen) O

1.1 Camera On/Off Turning on the channel

1. Turn on channels to activate BONI DVR program.

Channel Stat

atus
us | Connect

BRC Niow BRC Nlow

114:52] Chz

:14:51] Chl

CH O

[07/03 15:13:32] Chz
CH Off

Free HOD 1.3

[Picture 1] BONI DVR main screen

1.1 Activation

Select the channel number and shortcut icon on the bottom part of the above

main screen.
1) Camera On [Channel No.] — [ON]

[Shortcut icon] — [Camera On]

[Shortcut icon] = [All Camera On]

2) Camera Off [Channel No.] — [OFF]
[Shortcut icon] — [Camera Off]

2. LED indicators are subject to the channel conditions.

Green : Camera On.
Yellow : Camera is connected.

Gray : Camera is disconnected.
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3. When camera is activated, channel conditions and event logs are indicated on the right side

of screen.

Status | Connect

errar
0N

Event Status

[07/03 15:24:54] Chl
Camera trouble is oceu
[07/03 15:15:46] Ch1
Exit camera settiny
[07/03 15:15:46] Ch1
Carmera setup

[07/03 15:14:52] Ch2

CH On
[07/03 15:14:51] Chi

[Picture 2] On—channel state

3.1 Channel conditions window

1)Connection : Camera connection
2) On : Camera On
3) Off : Camera Off

)

4) Error : Trouble in Camera

3.2 Event logs window
1) Camera ON : When using Camera ON
2) Camera OFF : When using Camera Off
3) Trouble in camera : Trouble in camera
4. Trouble in camera
If technical problem happen when implementing ‘camera on’ or ‘troubles in camera’, It must

have some troubles in camera disconnection or settings. Please see at page 90 for resolution.
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1.2 To record surveillance video

Ghannel Status

CH | Status | Connect

Recard

Record

1
2
3
4

Event Status

[07/03 15:27:05] Chz
Wideo recording start
[07/03 15:27:05] Chl
Video rscording start
[07/03 15:26:34] Ch1

on

[07/03 15:24:54] Ch1

Camera trouble is occu

[07/03 15:15:46] Ch1
Exit camera setting

1.3

[Picture 1] Recording icon

1. How to run
Use record and shortcut icons on the bottom side of screen.

1.1 Record [Channel No.] - [Recording icon]
[Shortcut menu] - [Video recording start]

[Shortcut menu] = [All channel recording start]

1.2 Stop [Channel No.] — [Recording icon]
[Shortcut menu] - [Video recording stop]

[Shortcut menu] — [All channel video recording stop]

2. LED is changed depending on the channel state in color.

Green : Camera On

Red : Video recording

30



Chapter 3 BONI DVR manual

3. After activation, the windows for channel state and event will show message.

Slatus | Connect

Recard

Record

Event Status

[07/03 15:27:05] Ch2
Wideo recording start
[07/03 15:27:05] Chl
Video recarding start
[07/03 15:26:34] Chl

on
[07/03 15:24:54] Ch1
Camera trouble is occu
[07/03 15:15:46] Ch1
Exit camera setting

‘P’ a‘ £ W

0N | OFF

[Picture 2] On recording

3.1 Window of channel state

1) On recording : On recording.

3.2 Window of event state
1) Video recording start : Operating video recording

2) Video recording stop : Releasing video recording

4. Related settings

ltem Settings contents Re;zrggce
Speed(fps) Adjusting speed for recording. P. 46
Resolution Selection resolution P. 47
Recording path Checking and changing recording path P. 48
File creating intervals Settings time interval P. 53
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1.3 Motion detection

When there is any movement in the monitoring zone, it sounds alert automatically,
record video, and send message through SMS/VMS at the user’s phone number.

Channel Status

CH | Staws | Connect
Motion

Motion

2
3
4

B ( "l UVB B ( "I DVR [07/03 15:30:30] Chl

Mation is detected
B4OO [07/03 15:30:27] Chz
Motion detection start.
[07/0% 15:30:27] Chl
Motion detection start.
[07/03 15:30:24] Ch2
Wideo recording stop
[07/03 15:30:24] Chi
Video recording stop
Free HDD 1.3

[Picture 1] Motion detection lcon

1. Operation Method

1.1 Detection [Channel No.— [Motion detection icon]
[Shortcut menu] — [Motion detection start]

[Shortcut menu] — [All channel motion—detecting start]

1.2 Stop [Channel number] — [Motion detection icon]
[Shortcut menu] — [Motion detection Exit]

[Shortcut menu] — [All channel motion—detecting stop]
2. When detecting motion, video is recorded for the first 30 minute even though there is
no movement.
If movement is redetected before exiting video—recording, recording video continues.
3. LED is changed depending on the channel state in color.

During motion detection, LED color of the relevant channel changes from green

into yellow. When it detects an intruder, the color changes to red.
Green : Camera On

Yellow : On detection motion

Red : Recording detected motion.
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4. After activation, the windows for channel state and event will show message.

Status | Connect

Motion

Motion

, |
( n ( “I Event Status
BC Niow DVR (/0 1539500

BuyO0 B4OO [07/03 15:30:27] Chz
Motion detection start.
[07/0% 15:30:27] Chl
Motion detection start.
[07/03 15:30:24] Ch2
Wideo recording stop

[07/03 15:30:24] Chi
Video recording stop

BHd : CHA /
_'-_& ‘1__" = « ) Free HDD 1.3
e O o nsa=aR R NI
:;ﬁ_?z OET o gt 7

[Picture 2] Channel 1 is detection motion.

4.1 Channel state
1) On detecting motion : On detecting motion

2) Detecting : Defining monitoring zone and detecting motion

4.2 Event window
1) Motion detecting start : When activating motion—detection.
2) Motion detecting stop : When releasing motion—detection.
3) Motion is detected. : When motion is detected.
)

4) Motion detection end : No movement after detecting motion.
5. Alert stop icon CH) is used to stop alert.

6. Related settings

ltems Setting contents Related Page
Speed (fps) Adjusting recording speed p.46
Resolution Resolution selection P.47
Recording path Checking and changing recording path P.48
Alert Setting alert, SMS/VMS. P.58
Motion detection SDerimSS motion zone and sensitivity P 60~61

33



Chapter 3 BONI DVR manual
1.4 Detecting motion during recording

When there is any movement in the monitoring zone, it sounds alert automatically,
record video, and send message through SMS/VMS at user’s phone number.

Channel Status

H | Stats | Connect
MR
MR

BC Nl BC NI

[07/03 15:34:51] Ch2
Motion detection start d|
BYOO [07/03 15:34:51] Chl
Motion detection start d|
[07/03 15:34:48] Ch2
Stop motion detection f
[07/03 15:34:48] Ch1
Stop motion detection f
[07/03 15:30:59] Chl
rnotion detection stop
Free HDD 1.3

[Picture 1] Icon for motion detection during recording

1. Activation

1.1 Start [Channel No.] — [lcon for detecting motion during recording]

[Shortcut menu] — [Detecting motion during recording]

[Shortcut menu] — [Start detecting motion during recording from all channels]
1.2 Start [Channel No.] — [Icon for detecting motion during recording]

[Shortcut menu] — [End motion detection during recording ]

[Shortcut menu] — [Stop recording during detecting motion from all channels]

2. LED is changed depending on the channel state in color.
Green : Camera On

Red : On recording
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3. After activation, the windows for channel state and event will show message.

Channel Status

CH | Status | Gonnect
MR
M/R

i
2
3
4

-
Event Status

n "I DVB [07/03 15:34:51] Ch2
Moation detection start d

BY40OO [07/03 15:34:51] Chi
Moation detection start d
[07/03 15:34:48] Ch2
Stop motion detection f
[07/03 15:34:48] Chl
Stop motion detection f
[07/03 15:30:59] Chl
motion detection stop

[Picture 2] Channel 1 is detecting motion during recording.

3.1 Window for channel state

1) Recording detection : On motion detection during recording.

3.2 Window for events state
1) Start detecting motion during recording : When activating motion detection during recording.
2) Stop detecting motion during recording : When releasing motion detecting during recording.
3) Motion is detected. : When motion is detected.
)

4) Motion detection end : When there is no movement after detecting motion.
4. Alert stop icon is used to stop alert.

5. Related settings

ltems Setting contents Related Page
Speed (fps) Adjusting recording speed P.46
Resolution Resolution selection P.47
Recording path Checking and changing recording path P.48
File creating intervals Setting time intervals P.53
Alert Settings alert, SMS/VMS 0.58~59
Motion detection Settings motion zone and sensitivity P.60~61
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1.5 Monitoring screen enlargement

You can select two kinds of mode when enlarging real—-time monitoring screen.

GHIL s GHTE

MIRAEMTC-01 Camera

Resolution ¢ nermal resolltion

viden speed 1 10 vides recording speed 5

Camera Off
videa recarding start
all charnel recording start

Motion Detection Skart

CH | Status | Connect

all channel motion detection start,

Motion detection start during recarding
Wotion debection start during recording all channels

enlargement

Camera setup

NVR NVR [07/03 15:40:34] Ch2
stop the motion detectiol
B40OO B4OO [07/03 15:40:34] Ch1
stop the motion dstectiol
[07/03 15:34:51] Chz
Motion detection start dy
[07/03 15:34:51] Ch1
Motion detection start dy
[07/03 15:34:48] Chz
Stop mation detection f|

[Picture 1] Enlargement

1. Operation method

1.1 Enlargement [Shortcut menu] — [Enlargement]
[Shortcut menu] - [Full screen]

1.2 Stop(stopping) [Enlarged screen] — [Double clicking mouse]
[Shortcut menu] - [Regular screen]
pressing [Esc] during full screen mode.

2. Screen enlargement

The chosen channel is enlarged while the other screens show up in the panel window.

3. Full screen enlargement

Channel is enlarged in a full mode.

BC Niov

BC Niov

Free HDD 13

. [t
006

[Picture 2] Screen enlargement [Picture 3] Full Screen mode
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1.6 Camera Configuration

Choose the connected channel and then press the ‘Camera Configuration’ button to set up
the lightness, and color of the relevant camera. (The relevant camera should be turned on
to change the camera configuration.

Channel Status

CH | Status | Connect
1 oK
ON

2
3
4

Event Status
B 4 "I []VR [07/03 15:45:59] Chl

Exit camnera setting
BuOO [07/03 15:45:59] Ch1

Camers setup
[07/03 15:44:54] Ch1
Release full sereen mof

[picture 1] BONI DVR main screen

1. Activation

1.1 Settings : [Channel No.] — [Camera settings]
[Shortcut menu] - [Camera settings]

1.2 End : [Setting information] — [OK button]

2. After activation, message is logged in the event state window.

2.1 Camera setting state : When activating camera settings

2.2 Camera settings exit : When ending camera setting window.
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2. Video controls

Check ‘Vertical Flip’ or ‘Mirror Flip’ when the image is reversed at the time of

camera installation. _
x|

Camera Controls I

Image Cortrol

Default
W Reset
Contrast ,7_]— ’W Save
Gamma ,jj— ,74 _ Restore |

Hue '7_]— W [~ “ertical Flip

Saturation '7)_ W [v Calor Enable

hiirror Fli

Sharpness ,_]_ 5
[~ Backlight Comp

hiteBalan ce hio Flicker

Brightness

Red | T———————  off
Green | F———————— " 80Hz
Blue [ ——————— = 60Hz

¥ Auta Enable

Auto Mode Cortrol ————————————————————
Exposure | p—————— | AUTO futo Enable W
UsE Elanuwmh| jj— i I Buto Enskle [

oK I Cancel | Apply |

[Picture 2] Camera information window

2.1 Vertical Flip : “v” can change the screen up and down

2.2 Mirror Flip : “v” can change the screen left and right.

J

creen [Picture 5]Changes Right to Left

[Picture 3]Bef-or_é Changi_ng- [Picture 4]Inverted S

3. Settings USB bandwidth
3.1 Settings

1) [Picture 2] Setting Bandwidth blank in the window for USB bandwidth settings.
2) Refer to P.15 on the setting value.

3) Click the OK button after setting USB bandwidth.
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2. Screen Division O

Screen partition allow you to work other works on the web and monitoring at a time. After

implementing this function, the BONI DVR screen is moved to the right side of the web
without overlapping.

Brsey B F -1

e-type Digital Video Suveillance s,

BC Niow

Softwar

[07/03 15:50:31] Chz.

[07/03 15:50:30] Ch1
CH on

[67/03 15:50:26] 5v5
rogram start

oud: CH3

BC Niow —

ITIMIRAETELECOM

[Elome
stert]| 1) @ 53 0 || Gcontrtporel | [Evirosot Powerp,.| E)01EA :+ S0UAL. | sontow

L
SIBBAD ssm

[Picture 1] screen division icon [Picture 2] Screen division

1. Activation

1.1 Dividing screen : Press E on the bottom of main screen.

1.2 Releasing screen division : Press BESN on the below of screen.
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3. Screen hiding O

This function is similar to screen division. If you are to implement work to use full screen such
as CAD, screen hiding make the monitoring move to the right bottom of screen.

RC "IE)’Dﬁ BC Niowr

B40OO

~ ﬁ1 (neeHDD 3
T

EYCE=T]

[Picture 1] Screen hiding icon [Picture 2] Screen hiding
1. Activation
1.1 Screen hiding: Press on the bottom side of main screen.
1.2 Releasing screen hiding : Double—click

Screen hiding notification icon— Right side button — Open

Attention! Ensure you enter password to release screen hiding when the program is locked.
(Refer to P.42.)

2. Screen hiding notification function.
If you put the mouse on the screen hiding notification button, you can know the

channel state and alarm window will appear and notify you.

3. Releasing alert when hiding screen.

[Screen hiding notification button.] — [Right button] — [Alert stop]

Alett stop
Open

Exxit

ﬁﬁ@ﬁ 2= 400 a2zh

[Picture 3] Screen hiding notification function. [Picture 4]Shortcut menu
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4. To Lock Program O

By using the function of lock, no other user can use BONI DVR except the administrator.
The execution of lock function locks all the functions.

Screen partition and hiding is available during operating lock function.

Make sure you are to enter password to release screen hiding. Please refer to p.49 on

how to set password.

1. Activation

Channel Status

Status | Connect

=1}
=l

Event Status

[07/03 15:15:46] Ch1
Exit camera setting
[07/03 15:15:46] Ch1
Camera setup

[07/03 15:14:52] Chz

n
[07/03 15:14:51] Ch1
CH

n
[07/03 15:13:32] Ch2
CH off

—| Free HDD

[Picture 1] Locking button.

1.1 Press ‘Lock’ button for lock function The icon is changes into

1.2 Pressing another button on operation shows a warning message.

Program locking. x|

& The BOMNI DWR. server is locked, so wou cannot change Funckions,

[Picture 2] Warning message
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2. Unlock Program

2.1 Press button, [picture 3] log—in window pop up.
(Pressing the unlock button , ¥\ shows Administrator’s window.)

2.2 Type password and then press ‘OK’ to release lock function. You can use all the
functions.
2.3 The button is changes to

User Confirmation

% _. Please enter your ID and

L

w4 Password for authentication,

* English: Capital or Small
* The First User account guest

Cunfirmedl Exit |

[Picture 3] Log—in window

3. Message is logged on the event state window after activation.

3.1 Program lock start : When implementing program lock.

3.2 Program lock releasing : When releasing program lock.
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5. Panel Regulation O
This is to hide or release panel window. And it is used when you monitor only video screen
or you don’t need panel window. By using this function, you can hide or show the panel

window on the right. Pressing the regulation button on the right bottom sides the panel

window. Press again to show the panel window.

Connect

Event Status
B "I DVH [07/03 15:15:46] Chl
- 4 Exit camera settin

a
ByOO [07/03 15:15:46] Chl
Carnera setup
[07/03 15:14:52] ChZ
CHon
[07/03 15:14:51] Chl

CH on
[07/03 15:13:32] Chz
CH Off

'EHE: CH3 e ———————.
BC Niow s - Free HDD
trgnnnnn

[Picture 1] Panel regulation button

1. Activation
1.1 Activating : [Main screen] — [Panel regulation button]

1.2 End : [Main screen] — [Panel regulation button]

o |
R

=
ElEE]
O

0141 A5
[02/23 22:26:15] Chd
it on

[02/23 22:26:14] Ch3
22t oh

[02/23 22126:13] Ch2
T2t on

[n2/23 72:26:12] it
i on

[02/23 22126:09] SYS
RERAE

Al

[Picture 2] With Panel Window
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6. Administrator’s Configuration O

Contents of this configuration is consisted of recording, recording path, password,
channel/scheduling, time, web service.

Channel Status

CH | Status | Connect
Connect
Connect

Event Stalus

[07/03 16:10:30] 55
program start

1.5

[Picture 1] BONI DVR Main screen

1. Choose ‘Admin’ button on the upper right in the panel window for the administrator’s
configuration.

6.1 Recording Settings

You can set recording space, auto—deletion recorded video, display speed, recording

speed, resolution.

Admin Settings { BONI DVR ¥er BD 1.0.8‘_:-) = x|

Record Directoryf’passwordl Channel/ F’redefinedl Time I Servicel

—Recording Space SettingHDD)
The available space in the default directory: [C:4) 1.5 Setting: 1 GEB
1

The available space in the backup directory: [C:4) Setting: GR

- Setting Auto-deletion recorded videa

V' Default folder To check the file, it iz auto-deleted
™ Backup Folder and recorded from the oldest one.

~Frame rate setting[fps]

* The frame rate means the number of frames per second.

- Frame rate marim
Al o« Chl 10 =|Ch2 |10 =| Ch3 'iCh4| Y.

r tecording rate masimun

Al x| Chl|s 'iCh2 5 w|Ch3 'IEh4| ¥

- Resalution Setting

* Pentiumd or higher is recommened for the use
of more than 2 high-rezolution channels.

Chl: [Reguiar(320°240) =] Ch2: [High(64o480] =]

Cha: | =l che 5|

Exit |
[Picture 1] Recording setting window
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1. Auto deletion recording

This is to secure recording space for other work except for monitoring. Video is recorded
in the remaining space besides of the space user set.

1.1 Settings
1) Enter the value for recording space in the settings blank.
The value is the standard for auto—deletion of recording space.

2) It is applied when ending administrator window after entering.
1.2 settings scope

1) Max : You can set 1GB less than the default value.
The default value means the remaining capacity of HDD.
2) Min : At least IGB can be set for the stable PC system.

1.3 Free HDD means on the below side of panel window means the remaining space of
space you set.

Free HDD 164 GE

[Picture 2]Free HDD indication

1.4 After activation, message is logged in the event state window.

1) Free HDD settings : When changing setting value
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2. Settings auto—deletion for video recording

This is to secure recording space deleting old video files when space shortage.

2.1 Settings
You can set two kinds of paths, the default path and back—up path for auto— deletion

of recorded file.

1) Using : Check V.
2) Releasing : Click V' to disappear.

2.2 Message is recorded on the event state window.
1) Auto—deletion settings D : default folder setting/releasing
2) Auto—deletion settings B : Back—-up folder setting/releasing
3) Default (Back—-up) video auto—deletion : When deleting video using auto—deletion
function.

3. Speed (fps) settings : fps means the number of frame per second.

3.1 Displaying and recording speed settings.
1) All settings : All channel settings.
2) Settings by channels : Settings each channel.
3) Channel settings is impossible during operating function.

The value for recording speed can not be more than the one for recording speed.

Hard Smooth
< >

7 10 15 20 25 30

[Table 1] Speed (fps) setting

Attention! The higher speed, the better PC work for the efficient CPU working
load rate. Please refer to P. 105 to optimize PC.

3.2 Message is recorded on the event state window.

1) Screen speed change : When changing displaying speed settings.

2) Recording speed change : When changing recording speed settings.
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4. Resolution settings : This is for the clearance of screen.

4.1 Settings
1) Regular : Select [Regular 320X240].
2) High : Select [High 640X480].

Attention! Selecting high resolution make CPU working load high and PC doesn’t work

well and recording space can be used as much 4 times as regular one.

Please refer to P. 105 for the PC customization.

4.2 Message is logged in the event state window.

1) Regular : selecting regular resolution.

2) High : Selecting high resolution.
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6.2 Recording path/password settings
Default path, Back—up path and password settings.

Admin Settings { BONI DYR Yer BD 1.0.8 ) x|

—Recording directary

* Set the directory for video recording.

['ou must set the defaul directon of video recording directaries.]

[ Default directory |

C:\Program Files\MIRAE\Media_Data Directory

[ Backup directory | [~ Don't record the video in the backup

CHBOMIBACKUP Media_Data Directary
~ Password

* Please enter your curent pazsword and then choose wour new
paszzword.

[Mew pazzword and confirmed new password should be matched ]

Current Password

Mew Password
Adaption
Mew Password Confirmation
Exit |

[Picture 1] Recording path/Password settings
1. Recording path

Settings the path for recording saving images The path to save the surveillance
images can be set up.
1.1 Default path

Basic path for recording monitored video. Settings is a must.
1.2 Back—up path

This is to back up the recorded video from default or other path.
1.3 Settings

1) path settings : Select [Path settings] and designate the recording path.

2) Select the check box to use back-up path.

Attention! File is recorded on the both default and back—-up paths at a time and
recording space might be shortage. It is recommended to use separate
HDD or the path of other PC.
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1.4 Message is logged on the event state window.

1) Changing default path : Changing default recording path
2) Changing Back-up path : Changing back-up path.

3) Using Back-up path : Selecting Back—up path usage.

4) Releasing Back-up path : Selecting Back—up path releasing.

2. Changing password
The user’s password can be changed. Input the present password and the new

password. Press ‘Setup’ after reconfirmation,

Caution! When the password is lost, BONI DVR cannot be executed.
Be careful to keep the password private. It is recommended to manage

the web surveillance service and the password separately.

2.1 After activation, message is logged on the event state window.

1) Password changing : Changing password
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You can set scheduling time, monitoring area, time stamping on the screen.

Admin Settings { BONI D¥R ¥er BD 1.0.8) ] 1[
Fecord I Directory/password | Time I Service I
i Predefined tim
* Please set the predefined time and function by channel. Presellingsl
Day [ 1Ch [ 2ch | 3ch [ 4tk
Sun
Maon
Tue
whed
Thur
Fri
Sat
| | 2
~ Cahannel name
* Hegister location that matches with the relevant channel.
le.0. Enterance door. Office)
[ The channel name couldn't be overlaped. |
Chi : |CH1 | Ch2 |CH2 |
Cha: |EH3 | Cha: |CH4 |
 Screen Time and date a sign
* Current time gtamp on Moh Mok Mok Bon
the charnel screen.
Exit

[Picture 1] Channel/Scheduling time settings.

1. Settings time by Channel

The time can be set up by channel and by function(motion detection and recording).

At the time of set time, the settings function automatically operates.

You can set the scheduling time while channel is off. But make sure channel must be on

to operate channel.

Reservation settings | ,_

~ Reservation settings

Preset the time and function after selecting the channel and the
Record by pressing the apply button after predefiining time.,

I~ al

| ¥ chi

[© chez

™ chs

[T che

I oall

| M sunl” Mon W Tue T wed [ Thur I Fri [T Sat

Daily |20 *| hour IQ * | hour

Motion detection

¥ | work

22~08 Record
22~08 Record

Man
Tue
ed
Thur
Fri
Sat

4

22~08 Record
15~05 Motion
18~05 Mation

I Apply | Cancel the Reservation timeI
~Wiewing the Reservation
Day | ich [ 2ch [ 3ch [ach
Sun 2z~0& Record  22~03 Record

|

EXIT

[Picture 2] Window for scheduling time setting.
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1.1 Settings Method
1) Press the scheduling setting button In the “scheduling setting” and [Picture 2]

window for scheduling time setting will pop up.
2) Select [channel] — [day] — [time] — [function] and press the [apply] button to

reserve the contents of settings.
3) To cancel the reserved contents, select [channel] — [day] and press

[scheduling releasing] button.

1.2 Time setting
1) When Starting day is the same as Exiting day. :
Make the exiting time longer than starting time. Refer to [Picture 3].
2) When checked day start and the next day end. : Make the exiting time longer or shorter

than exiting time. See at [Picture 4].
Daily |22 | hour IL:J 'I hour

[Picture 4] From 10 P.M to 9 A.M next day.

Daily |9 * | hour 2z *| hour

[Picture 3] From 9 AMto 10 P.M

Attention! The dialog box will pop up, if you implement the function while operating or
setting current scheduling function. Check the contents of dialog box and set.

2. Channel name

You can change whatever monitoring name you like.

2.1 Settings
1) Select the channel to change.
2) Delete the monitoring name and enter the new name of watching area.

3) If you finish entering and exiting, it is implemented.

Attention! If you change the channel name, the storage folder name is changed at a time.
The changed channel name is not searched in the BONI PLAYER.
Channel is unable to set during operating function. Signals is not written in the

monitoring name blank.

2.2 After activation, the message is recorded in the event state window.
1) Channel name change : When changing channel name.

3. Screen time stamping
Current day and time is stamped on the monitoring screen for the convenience of searching.

When starting BONI DVR, it is set as use.

3.1 Setting
1) Use : Check in the box.
2) Release : Uncheck in the box.
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6.4 Time setup

Exiting time, file creating intervals, channel circulation interval time are set. You can set up the

time for system termination, an image file generation cycle, and channel rotation generating

cycle.
Admin Settings { BONI D¥R ¥er BD 1.0.8 ) 1[

Hecordl Directorys’passwordl Chanhel! Predefined

| Servicel

— Systern exit ime

* Caomputer iz auto-exited when the exiting time reach.

Exit time setting : INULL '”NULL 'I

File: Creation interval

* Set the file creation intervals for the stability of Thr -
file when recording video for a long time.

[* Select the walue from 1 hr. through 12 b ]

Channel circulation inkeryal;

*Set the each channel circulation intervals, I‘IDsec vl
Channel circulation interals time.

[Chooze the walue from 5 zec. through 1 min.]

Exit |

[Picture 1] Time setting

1. PC exiting time

The system automatically terminates at the set time. (Depending on the operations systems,
a PC doesn’t automatically terminate or only BONI DVR)

1.1 Settings

1) Select your desired time | the exiting time settings window.

2) It is applied after entering and exiting the administrator window.

1.2 After activation, the message is recorded in the event state window.
1) Scheduling end time : When selecting end time.

2) Releasing scheduled end time : When selecting the no end time.
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2. File creating intervals time

It is to set intervals of from 1 to 12 hr. , which creates recording video files.

File Generating Cycle Interval[picture 1 @] By using file generating cycle interval, the
image file can be generated based on the set interval time. The interval ranges from 60
minutes to 300 minutes.

2.1 Settings

1) Select your desirable time in the “File creation intervals” window.

2.2 After activation, message is recorded in the event state window.

1) File creation intervals change : When changing file creation intervals.

3. Channel circulation intervals.
Setting up channel rotation cycle rotates channels when the channel rotation function

operates. It based on a set time ranging from 5 seconds to 60 seconds.

3.1 Settings

1) Select your desirable time in the channel circulation intervals window.

3.2 After activation, message is recorded in the event state window.

1) Channel circulation intervals change : When changing channel circulation intervals.

53



Chapter 3 BONI DVR manual
6.5 Service Setup (Not available)

You can set whether or not you use added-service, the number of access, working time,
disconnection function.

Admin Settings { BONI DVYR Yer BD 1.0.8 ) x|

Hecordl Directoryfnassword' Channel/ Predelimed' Time

[~ Added-service use

* Added-service iz available after entering ID and password of in your
member registration of this program. [ SMS/ WS/ WEB/ MOBILE]

€ Bccept added-service. ' Mot accept added-service:

 The Web Service maximurn accesser

* Maximum 3 users are - .
avalable One user iz allowed for connection. | >

~'web Service Use time

# Set up the access time limit. “Webservice after the predetermined time.
Connecting exit autamatically

Constant connection is allowed. j

- The status for web service use

*|If yau are to stop the curent user,
please press the connection release button after selecting the user,

Connec.. | | P [Aiccesser IP) :I

Discannec

Exit |

[Picture 1] Service setting

1. Added-service
To use added-service through this setting, you must be registered.
You can ask the nearest seller or technical points in regard to applying for added service.
1.1 Setting
1) Select <Use added-service> in using added—-service.

2) Select <YES> after appearing restart message in picture 2.
3) After auto—exiting, BONI DVR rerun.

%

Added-service user is sek,
Flease restart the proagram,

[Picture 2] BONI DVR dialog box for restart.
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4) Web service users are required to confirm the status of web connection for stable
web service in the below dialog box.

Please wait a minute !

We're trying to be connected to the Internet for web service.

[Picture 3] Added-service connecting screen

5) Enter the same ID and password you used when you applied for the web surveillance

service and then press ‘OK’ in the picture 4 dialog box for added—service logging.

User Confirmation

I |

Password |

2 oK | > Cancel |

[Picture 4] Added-service logging screen

You are noticed that original ID and password is recorded in the system and
automatically registered when rerunning.

Please see at P.75 if added—service is not registered.

2. Maximum number of user access

This will allow you to limit user access up to 3.

2.1 Setting

1) Select the settings you would like to in the window of Maximum number of
web service user.

2.2 After activation, message is logged in the window of event state.

1) Change of user access : When changing maximum number of web service user.
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3. Time for web service.

This is to limit the time for use of web service. You can set the connection by the 10 minutes.
Web service automatically exit at the specified time.

3.1 Setting
1) You can customize in the window of the number of web service settings.
3.2 After activation, message is logged in the event state window.
1) Changing connecting time : When changing maximum time of web service.
4. Releasing the number of web service user.
You can limit the web connection of any user that you would like to specify.

4.1 Settings

1) Select <Current web service user state>—<Selecting user>-<Releasing connection>
in turn.
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7. Alert settingsO

You can set motion—detecting zone, adjustment of sensitivity for motion detection and
VMS/SMS.

) Circle
Channsl Status

CH | Status | Connect
Connect

Connect

1
2
3
4

Event Stalus

[07/03 16:10:30] 55
program start

1.5

[Picture 1] Alert buttons
1. Select alert button on the upper right side of the pannel.

7.1 All channel applicable
This selection is applicable to all the channel. The transmission of an audible alert and SMS
Can be set up.

Alarm Settings
Set up the motion detection by pressing the ‘Specifying Co |Ch1 | chz | | | =

=== the area' button after choosing the relevant channel.

Alarm
The area setting ChMo.: Ch * Select Alarm
Isirenl.wav j
Listen | Wolume | Load |
* Delay time 10s -
" all alarm On
— alertdelay —————
* alert delay(sec) INnne vl
= Alert included,

SME/AMS Setting
[~ =Mz on

[ uMs on

* Enviranment MO Settiné
Warking intervalsirnin.) I]. 'I

[Picture 1] Window for all channel applicable
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1. Setting up Alarm
Select alert sound for play—back.
1.1 Setting sound.
1) Press[¥] if you want default wound.
2) Pre-listening : Selected sound is played back.
3) Adjusting volume : Adjust alerts sound for replay.
)

4) Indexing : Settings different paths.
1.2 Setting lasting time.

You can set replaying time for alert.
1) Press [¥] to specify period.

2) You can begin with 5 second.

3) If you set, it is applied automatically.

1.3 Settings to turn on all alerts.
Turn on alert sound in all channels.

1) You can control alert sound by checking/unchecking.

2. Setting alert delay
This is used when user come into the monitoring area during motion detection.
If you use alert delay function, there is no sound during period as much as you set when
motion is detected. After setting period, sound alerts and it notify you through SMS or VMS.
At the time, you can press alert notification stop button to stop sound.

2.1 Alert delay setting
1) Press the[¥] button to select period.
2) If you check [Alert included], there is no sound during period as much as you set.

You notice that alert delay setting is used when Alert—-On, SMS, VMS is set.

2.2 Alert notification stop button
1) If you press [galt button, alert notification functions(alert sound,SMS/VMS) stop.
2) After appearing user authentication window, password is verified and. function is
implemented.

You notice that if you don’t release check, all movement sound alert. At this time, alert

delay is initialized. Therefore, you have to reset.

2.3 Alert notification stop release

1) If you press the X0

i buttons, alert restarts.

You notice that when you click alert notification stop button within delay period, check
is changed in the alert setting window. However, if you click alert notification stop

release button, it is changed to the original state.
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3. SMS/VMS setting

[sMs/¥MSSetting %]
When motion is detected, message is delivered

* Please input all of the basic setups.

In case of multi-receivers, Please add the phane tO user a|Or'lg W|th SMS/VMS and a|ert8 SOUr'Id

nurmber in the "Additional setting".

— Default setting

* addresser No.

*Receivetelne | Attention!
e, This function is needed for user to apply for
*(g:;';:rzrh:eggﬁagrgi;nfeusus:dgjanhin 40 letters) added-service. In regard with the related
finbticn s deteorsd, | information, please contact your nearest
- Additional setting shopper or installer.

* Receiving Phonel
* Receiving Phone2

| SMS transfer Test” YMS transfer Test|| Setting I

[Picture 2] SMS/VMS settings box

3.1 Settings for message sending.
1) Press the “set” button in SMS/VMS settings box.
2) Sending number : Enter sender’s number.
3) Receiving number : Enter mobile or regular number of receiver.
4) Press [¥], select message or type your desired message.
(You can enter up to 40 letters.)
5) You can add user to receive message.

6) If you finish, check if SMS/VMS sending operate properly.
(If it doesn’t work well, please check again and enter.

3.2 Settings to turn on all SMS/VMS sending
Setting and transmitting SMS/VMS is available for all channel.
1) Check to operate transmitting.
2) Either SMS or VMS is available.

3.3 Setting operating intervals.
Set sending intervals of SMS/VMS.

1) Re—send message after interval value you set.

Attention! If you send message beyond monthly—fixed times,

separate fee is charged.
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7.2 Each Channel Settings

You can set alert, SMS/VMS, motion detections.

Alarm Settings
Set up the motion detection by pressing the 'Specifying  ©om. Chi |Ch2 I I |

== the area' button after choosing the relevant channel, e A e ety
detection per channel.

|»

The area setting Ch No, @ CH1

alert setting,

[ alarm on
[~ =Ms on
[~ wMs an

&= Showing motion area

Threshaold Setup

¥ auto Setting
) Wery High £ High
€ Mormal ety Lo

€ Low

Specifying the areal Save | Reset | End _I
-

[Picture 1] Channel settings box

Notice that channel must be on for settings.

1. Settings
Related settings must be made to use each function.
1.1 Select your desired channel. (setting common allow it to apply to all.

1.2 Checking/Unchecking means on/releasing.

2. Motion Zone settings

When there is any movement in the motion zone, alert sounds.
It operates when only detecting motion or detecting motion during recording.

2.1 Settings

1
2) If you press <Dragging zone>button in Motion detection settings box, dragging box appears.

Select channel to set.
3) Then you can drag the box using mouse to make it bigger or smaller, whatever you want.

5) If you reassign the zone, just press ‘default’ button and reset from second order.

)
)
)
4) After dragging, press ‘record’ button and apply it.
)
6) If it doesn’t work, press ‘default” button.

)

7) If you make the zone appear on display, set ‘motion zone appearing’.

60



Chapter 3 BONI DVR manual

3. Adjusting Sensitivity of Motion Detection
Setting up motion detection responsiveness chooses the degree of sensitivity should

motion detection occur.

You can adjust motion sensitivity to prevent wrong detecting.
3.1 Settings

1) Auto—settings : automatically responds according to the surroundings.
(Dark Place : very high / Bright Place : very low)

2) Auto—settings is default setting, however to customize the sensitivity to your
surroundings, uncheck ‘Auto—settings’ and set it. Please, refer to the below table

in regard to motion sensitivity.

Minute Motion Bigger Motion
< >

Very High Hlgh Mid Low Very Low

[Table 1] Motion sensitivity

Caution! Setting up higher responsiveness responds to minute motions.
When setting up responsiveness, consider errors due to light, etc.
(consider the probability of false motion detecting due to slight thing such

as light etc.)




8. Replay (BONI PLAYER) O

Chapter 3 BONI DVR manual

You can search all recorded files by date and time , and playback, delete and store.

oed: crs

1. Select the playback button on the right side of pannel.

nnnnnn

FreeHDD 15
LLLLERREIY]

006

[Picture 1] Playback buttons

BONI PLAYER x|
Flay file name : 5006-07-05 @ 1z ¥ hr ta i
@ 2006-07-05 @ 14 x| hr e ®
[l = | |Default directory  *|  Load |
Al |ich |zch |sch ach | ®
searches ; all File deletionl Custodyl
File name | Chan... | 5
BC Nlow
REPLAY SPEED : normal
@ B & Nlow ©C®WMOOLO I -2 ; Ie T [ | |
[Picture 2] BONI PLAYER
No. Menu Descriptions Related
pages
Searching Search and download the files by date, function,
@® . P.63
window path.
@ Channel . .
tab File deletion, storage by each channels P.64
Control
® window Playback P.68
@ Pllayback File information and checking them. P.70
window

[Table 1] BONI PLAYER menu
62



Chapter 3 BONI DVR manual
8.1 Searching recorded video.

You can search recorded files by date, time, how you record, path.

zons-07-05 |l [12 | hrtefpo 1 @
® SOE T -1C 15| 114 "i hr

I.ﬂ.ll ;II!DefauIt directory =l Load

[Picture 1] Searching window

Settings date or time.

1. By selecting date and time, you can search for corresponding video for a given period.
[Picture 1] Set start and end time referring to the above picture.
1.1 Set start time.
1) Press the calendar button |ﬁ|to select date.

2) Press [¥] button to select time. You can search recorded video from the time you
selected.

1.2 Set end time.
1) Press the calendar button @ to select date.

2) Press[¥] button to select time. You can search recorded video from the time you
selected.

2. Set functions, path. See at @ in the above [Picture 1].
2.1 Settings functions.
1) Select the bottom left [ W] button to select <recording> or <motion>.
2) [recording] means recording and motion detection during recording.
3) [motion] means motion detection.
2.2 Setting path.
1) Select the bottom right [¥] button to select <default>, <backup path>.
3. Search
After setting, start searching recorded video by pressing ®[search] button.

If no video is searched, message appear to notice you.

You notice that recorded is searchable in default / backup path user set.
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You can play back image, streaming files in other path other that the default/backup path user set.

1. Use

1.1 Select [download].

zo0s-07-05 |28l |1z 'I hr to Sharch
2006-07-05 @ 14 =| hr
I.ﬂ.ll | IDefauIt directory v || Load

[Picture 1] Searching window

1.2 If File window pop up, move to the path to find file you need.

1.3 Select file , press <open>, then file open.

You notice that file is selectable in only both
[*.BONI][*.bomp] form.

Down the right slide bar and change file form.

8.3 Channel selection and Video lists

Searched videos are displayed from either all channels or each channel.

al Jich |zch |3ch Jach || @
@ all File deletiu:unl Custu:u:hrl
® File name |Chan... -

2006-07-05 14h33m07s-07... _ CH1 |

B z008-07-05 14h33m05s-07.., ZHZ

B z006-07-05 14h32md1s-07 .., ZHz

B z006-07-05 14h32m3ds-07 ... ZH1

B z006-07-05 14h32m08s-07.., CHz

B 7006-07-05 14h32m00s-07 .., ZH2

Z‘ 2006-07-05 14h31m52s-07... ZH1

}’E 2006-07-05 14h31m20s-07... ZH1

B z008-07-05 14h31m158s-07.., ZHZ

Z‘ 2006-07-05 14h29m09s5-07 ... CHz

B z006-07-05 14h26m30s-07 ... ZH1

B z006-07-05 14h26mz6s-07 .., ZHz

S LTS —

: | ofe

1. [Picture 1] channel tab @
1.1 Select [All]

Events from all cameras are listed by

D

time for a given period you set .
1.2 Select <specific channel>
Events from specific channel are listed

for a given period you set.

2. [Picture 1] channel tab @
It indicates the number of videos.

You notice that video is selectable only

from default/backup path.

[Picture 1] Channel tab
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3. [Picture 1] Channel tab ®

You can playback, store, delete recorded video and search duration each video is recorded,

file name, channel name, function, file size and storage folder name.

I -}2006-02-25 22h41m00s-02-23 22h41mi,, [Picture 2]Video selection window (D

B 2006-02-25 17h31m42s-02-23 17h33m1,,
® | | B 2006-02-23 17h31m065-02-23 17h31ma,,

E 2006-02-22 10h11m5Te-02-22 10h12m0, [Picture 2] Video selection window @

B 2006-02-22 10h11m24=-02-22 10011mZ,, Motion detection video

B Z006-02-21 16h21m58s-02-21 16hZ3m3,,
@ | | z008-02-21 16hZ1m232-02-21 16hZ1mS.,

B 2006-02-21 16h21m0S2-02-21 16h2Tm1..

Recording or recording during motion detection

[Picture 2] Video selection window

3.1 Viewing video information
1) Viewing recording duration, file name
The file name represent the time when the file was created.
For example, [2006-02-23 22h41m00s-02-23 22h41m06sS] means from
10:41:00P.M on Feb. 23th, 2006 to 10:41:00P.M on Feb. 23, 2006.
2) Press the # button, information including channel name, function, file size,

recorded folder name shows.

3.2 Selecting one video

1) Select whatever video you want on searched lists.

3.3 Selecting several videos
1) Right mouse click on one item in [picture 2] video selection and drag down.
2) You can use [Shift] key as well by clicking original and end files.

3) You can also [Ctrl] key by clicking whatever video you want.
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4. [Picture 1] Channel tab@®
4.1 Select video and delete.
1) Select the video to delete.

2) After selecting, right mouse chick and select <deletion> or select <Delete> of key
board.

3) User authentication window appears. Deleting video is required authenticate user.
4) After entering password, select ‘Yes’.

Deletion files 1 S

& Do you want to delete the selected File?

[Picture 3] Deletion checking window

4.2 Delete all files

1) Select [Deleting all files].

)
2) Authentication window pops up. Deleting video is required to authenticate user.
3) After entering password, (Picture 4) file deletion window appears.

4) Check the box of path you want to delete and press ‘Delete’.

)
5) After pressing [delete], [Picture 5] box appears. Press YES to delete.

File deletion [ x|

* Press the deletion button selecting the folder

D:%Program Filest\MIRAE\Media_Data

backup folder

CABONIBACKUPYMedia_Data

Deletion

[Picture 4] File deletion window

File deletion ]

@ Do wou wank to delete all the Ffiles?

[Picture 5] Confirmed deletion window
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4.3 Storage

System will automatically delete recorded file.

Important files can be copied in a separate path.

1) Select video you want to archive.

2) After selecting video and click <archive>, Settings archive window [Picture 6] will
appears.

3) The default path is [C:WBONISTORE]. To change path, select [Searching path] and
change it.

4) Check the box of [Path recording] and path is recorded.

5) After setting path, If you select <start copying>, file copying starts.

: : ; : X
Directory to CDDYE Directary save Directory Searchlngl
[\BOMNISTORE

The raw file list Copy start | Copy pausel
File name | Channel | SECt...I
2006-07-05 14h33m05s-07-05 14h... CH2 Rec...
| | 1

[Picture 6] Storage settings window
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8.4 Video playback

You can playback recorded file in different speeds, capture the image by moving frame,

pausing and stoping.

il L

i) ) ) ) ) | 0 Qo e
ac"lﬂ'h'ﬂ caphue {. (" (H' EH Ml 2 M kB

[Picture 1] BONI PLAYER control button

ltems Name Functions

.:;;,E Capture Captures a still image

(n) Pause Pauses the playing image
(.‘ Stop Stop play—-back video.

(» Replay Reproduces the chosen video

_ Play in reverse or
“’" f"ﬂ next file Move to previous or next file.

B 326 1 8 Regulate the speed of refreshing
Replay Speed videos.

Slide bar allow you to move forward or

Slide bar backward by clicking on the cross bar

and moving it from side to side.

[Table 1] BONI PLAYER playback buttons
1. Video playback, pause, adjust the playback speed of recorded file.
Recorded file is played back in different speeds.
1.1 Play back

1) Search you desired video file.
2) After selecting the file, press ) or <play> of shortcut menu.

3) After exit of replaying video, Screen is moved to original display.
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1.2 Stop
If you press the stop button () during replaying, playing—back screen is moved to
the original screen.

1.3 Play-back by different speeds. (1«11 12( 1«4t 1s8 (Speed : V4, ¥%,2,4,8,16* normal speed.)
1) You can control the play—back speed using the speed control button.

2) You can playback forward %,%,*16 normal speed using the drop—down menu.

See at P. 70 regarding playback drop down menu.

2. Video pause and frame movement.
You can pause replaying video.
2.1 Pause
1) If the replaying screen appear, click the pause button (1) or <Pause> from the drop down
menu.
2.2 Frame movement

1) Paused video play forward or backward by one frame with frame movement button.

[Picture 2] Frame movement button.

3. Capture still image

You can store specific play—back video in a still image form.
3.1 Capture
1) Select the video to replay and play back by selecting the @) putton.
2) Press the (1) button to capture the video that you wish during replaying.
3) If you adjust the frame with frame movement button, you can more accurate screen.
4) If you select thec;;,e button or <still image capture> on the drop down menu, and

image recording path appears.

5) Select the recording path for image and click <recording>.
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8.5 Video play back

You can view image and playing—back video. In addition, you can know image, file name,

resolution, speed of playing—back, the number of frame, play—back speed.

Replay file name : 2006-07-05 15h18m295-07-05
Resolution : normal / Speed : 15fps

Frames 0 Replay speed : normal

[Picture 1] video play—back window

1. Replay file name : It includes currently—-replaying—and—displaying file name.
2. Resolution : It means resolution during recording.

3. Recording speed : It says the maximum speed when recording.

4. Replaying speed : It indicate playing—back speed.

5. The number of frame : It is the gross/current number of frame to play back.

6. Replay drop—down menu : Right mouse click on the screen.

11

Replay/Pause

3 v Default speed

Still image Capture _I

d x
gx

full screen)Criginal screen

[Picture 2] Replay drop—down menu
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9.Log O

All events are searched by date, function and printable.

@) admin @) Alarm

Channel Status
Status
Connect
Connect

Connect

Event Stalus

[07/03 16:10:30] 55
program start

1.5

1nn
!.’“mu"

[Picture 1] Log button

1. Select log button on the utter right side of panel.

2. Search
£ Select date, function to search.

@G =] from 2005'07'@"—_3" *0 |iSsarch start Then press the search start button.
lAH = Print | De\etionl Exit | 21 Date Se|eCti0n

all channels | ich |2ch |ach |4ch | System| [PiCture 2] Press the calendar button | EI
Occurrence time___| ch... | Occurrence event [ - in the search box.

2006-07-05 15:19... CH1l Video recording stop .

2006-07-05 15:18... CH1 \Video recording start 1) Select start date pressing @ button.

2006-07-05 15:18... CH1 The change of recrodi...
2006-07-05 15:18... CH1 The change of screen ... .

5006.07.05 15:00. Y5 Recording viden delet. 2) Select end date pressing @button.
2006-07-05 14:53... S¥S Recording video deleti...
2006-07-05 14:58... S¥S Recording video deleti...
2006-07-05 14:34..., CHZ Video recording stop 2.2 Fu nction Se|ection
2006-07-05 14:34... CH1 ‘ideo recording stop :
2006-07-05 14:33... CHLl Video recording start ] . .
9006-07-05 14:33.., CHZ Video recording start 1) [Picture 2] Press the[¥] button in the box.
2006-07-05 14:32.,. CH2 Video recording stop
2006-07-05 14:32... CH1 Video recording stop . .
2006-07-05 14:32... CHZ Video recording start 2) Select the function that you wish.
2006-07-05 14:32... CH1l Video recording start
2006-07-05 14:32,.,., CH1 Stop motion detection...
2006-07-05 14:32... CH1l motion detection stop
2006-07-05 14:32... CHZ2 ‘\ideo recording stop

2006-07-05 14:32.,. CH2 Video recording start
2006-07-05 14:32... CHZ2 ‘\ideo recording stop

2006-07-05 14:32... CH2 ‘\ideo recording start

2006-07-05 14:21... CH2 Video recording stop

2006-07-05 14:31... CH1 Motion is detected |

[Picture 2] Search box
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Confirming the result of searching.

You can check the results of search by channel.

3.1 All channels : All channels are checked in an order of time.

3.2 Individual channel : Each channel is checked in an order of time.

3.3 System : Events of camera, program and video settings are checked regardless

of channel.

Print-out

Current results of search is printed out.

4.1 Events you’'d like to print—out are searched.

4.2 If you press the <print> button in the search box, Print-out option window pops up.

4.3 Start to print out by pressing <printer> in the print—out option window.

4.4 If you are to set preface, closing and blank of the material, use each drop—down icon
in the dialog box.

x
Headers and Fonts | Margins |
preface: |Aria| j |12 j
Log record Print

contents ! |ﬂria| j |e j Exit
Page  |Page %d of %d

Iud i ad =
Sggfa?ksmg |T|rnes New Roman J |12 J

IBONI DR - Copyright{c) Mirae TelecomCo.,Ltd.

[Picture 3] Print—out option window
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10. Channel CirculationQ©

The function of channel rotation is used to rotate channels in due order by enlarging the
screen.The channels are rotated according to the time interval.
(See p. 53 for details to set up time intervals.)

@ circle

Channel Status
CH [ Status | Connect

Connect
Connect

2
3
4

Event Stalus

[07/03 16:10:30] 55
program start

1.5

1. Select the channel rotation button on the utter right side of panel.

2. Settings

2.1 Use : Press the channel rotation button on the panel window.
2.2 Release

1) Press the channel rotation button on the panel window.

2) Double—-click on the channel screen.

GRZ  CHz

Free HDD. 1

o =506

[Picture 2] Before channel rotation [Picture 3

] After channel rotation

NOTE : Chanel rotation operates only when two or more channels are on.
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Chapter 4 Remote online viewing

1. Online Registration O

To use web service, you must sign up for our webpage at www.dvrtop.com. At the same
time, you must be approved by your nearest distributor or shopper. You note that the
computer installing BONI DVR application are to be added service settings. See page 54—

55 with regard to users manual.

Note : Use with the ID and password for product registration can use them

without additional process for membership.

1. Join as a member at the web site. (www.dvrtop.com).

2. After connecting to the web site, click ‘Member Entry’ for the member entry window.

4 Favorites  Took  Help

- @ ﬁ ‘ @Search [ Favorites @History | %' é - E

vy dvrtop, comfen_us/

-type Digital Video Surveillance Solug;
fo,

Scﬁware

B3C Nlow

Company Info Products & Services Support

Member Login

BONIDVR ?
The brand 'BONI DVR' is & vidsosuveillance
sohition that comverts theeswisting DVR's
Taxdvrare-type fimctions into softwsre-type
omes and will take the place of CCTV, and is a
new product intendsd chisfly for a house or &
smmall business, which ave miche markets of
expensive DVE, at a low price.

[My BONIDVR View |  yweh Surveillance Service

Click herel Vet cam exercise realtime smveillance using

[Picture 1] BONI DVR web site

A Dvrtop.com - Member Join - Microsoft Internet Explorer =10 x|
Dvrtop.com - MembersShip Nl Note |

* Before signing up, please read below.

3 1) You must use the same ID and

Before signing up, please read below.
Dvitop. com Terms-of-Use is the list of rules made to Protect privacy and riahts of the DaSSWO[‘d Whe N you use the we b

customers, We will always try to serve you salisfaction and trust based on the information
below:

surveillance service. Please keep

1. (Purpose}

Thig afticle carries the purpose of reaulating the cyber mall and the riahts & duties of yo u r | D an d paSSWO rd Drlvate .
customers in the use of Internet-related services(called "Service” hereafter) provided by
Dwrtop,com Cyber Mall {called "Mall” hereafter), operated by MIRAE Telecom Co., Lid, 2) -|—h . e . .
e bill for additional service is
2. {Definition) o
. T =l charged to entered post address
I 1 have read, understood and agree to the iti above. [Privacy Security]

in [Post receiver’s address].

Fields marked with an asterisk * are required.

* Member 1D [ ] ‘eriiyDuplication

“ bassword = Additional service end if no payment
Repeat Password | [ ]
I:serrlmme [ —— is checked.

S e

e Chocenobl b by = You note to enter correct address.

[Picture 2] membership registration

3. Check (V) in “l agree to the articles”. Input your ID and the password in order and

then press ‘Ok’ (You are required to input all the necessities for membership registration.
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4. You have completed the procedure for member entry.

5. After member entry, type your |ID and password and then press ‘login’ to run

the web site.

Note! Be very careful to keep your password private.
It is recommended not to use your national 1D, birthday, etc.
so that no one else can decode it. Itis a good idea to change your password
every few months. The password is saved in cipher in the member’s system.
Even operators cannot access your password. It is a good idea to use a

password different from the BONI DVR password for security reason.

6. When you forget your password, you can find it by using ID/PW Search. However,
the password is automatically deleted from the system. The temporary new password is sent to

you by e—mail.(You are required to change the password after login.)

in - BONI DYR - Microsoft Internet Explorer

4 Favorites  Took  Help

- @ ﬁ ‘ @Search [ Favorites @History | %' é - E

vy dvrtop, comfen_us/

-type Digital Video Surveillance Solug;
o)

Soﬁwai’e

B3C Nlow

Company Info Products & Services Support

Member Login

BONIDVR ?
The brand 'BONI DVR' is a videosurveillance
sobation that converts theexisting DVR's
Tuardwraze-type fimetions into software-type

anes and will take the place of CCTY, and is
new product intended chiefly for a house or &
small bsimess, which are miche markets of
expensive DVE, at a low price.

[ My BONLDVR View |  weh Surveillance Service

Chckherel Yo can exercise realtime mrveillance using

[Picture 3] ID/PW searching
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2. My BONI DVR View O

1. You are required to join as a member at the web site(www.dvrtop.com).
(See pp. 75~76 for details.)

2. You are required to pay the service fee after applying for web service. You must
be approved by the Administrator to use the web surveillance service.

(A DEMO version is free(available) for 30 days without applying for the service.)
3. Choose ‘ Watching My Video* after login.

in - BONI DYR - Microsoft Internet Explorer

4 Favorites  Took  Help

- @ ﬁ ‘ @Search [ Favorites @History | %' é - E

vy dvrtop, comfen_us/

-type Digital Video Surveillance Solug;
o)

Soﬁwai’e
B3C Nlow

Company Info Products & Services Support

Member Login

BONIDVR ?
The brand 'BONI DVR' is & vidsosuveillance
sohition that comverts theeswisting DVR's
Taxdvrare-type fimctions into softwsre-type
omes and will take the place of CCTV, and is a
new product intendsd chisfly for a house or &
smmall business, which ave miche markets of
expensive DVE, at a low price.

[ My BONIDVR View |
Click herel

Weh Surveillance Service

Fou can exercise realtime smrveillnce wsing

[Picture 1] BONI DVR web site

4. Web client BONI DVR is executed.

The manual is the same as the BONI
DVR manual.

Refer to the manual provided when

you purchased this product.

S L

[Picture 2] BONI DVR web surveillance service
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3. Remote Control O

The function of BONI DVR system can be set up and controlled remotely on the web.

Remote control window will pop up after selecting Shortcut menu/Remote control.

Caution! For this service, web surveillance service should be set up in the computer

you will use for remote control.

Server Control j x|
fi Wie are set for remote control over the BONI DWR server,
b Select a channel you want and press the confirmn button,
Ch1l status Chz status
Ch On Ch On
Select Fuction Select Fuction
[~ wideo recording start [™ wideo recording start
[ Mation Detection Start ™ Motion Detection Start
r r
Ch3 status Cha status
Ch On Ch On
Select Fuction Select Fuction
[~ wideo recording start [~ wideo recording start
[T Motion Detection Start [™ Mation Detection Start
| r
Cancel |

[Picture 1] Remote control

1. Choose the function you want and then press ‘OK’ for application.

4. Saving path settings

The surveillance image can be saved in the computer after executing the web surveillance
service. Choose the storage path and press the ‘save’ button to set up the storage path.

1. Select <Saving path settings> on the bottom menu.

2. Select <index>, assign folder and store.
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8.

9.

. No screen while operating BONI DVR

. When camera have problem

. Gl'ay |mage II’] the Channel .....................

. Despite installing more than 2 cameras,

the video doesn’t appear.

. No Image despite Running BONI DVR

. Alert message ........................................................

5.1 Warning Message “DirectX Error!” or
“Could not render sample grabber output pin”

5.2 Warning Message “Not 320 * 240 Resolution”

. Web connection screen and login box appear

when running BONI DVR.

How to confirm BONI DVR version =

When deleting BON' DVR ................................

10. Notice when you delete and create icon on

11. Other

background screen
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Chapter 5 Troubleshooting

1. No screen while operating BON| DVR

1.1 Trouble with Direct X Version

Solution : Please check the followings.

1) Check the correct connection between the camera and the PC used to run BONI DVR.
Press the following [Start]—[Control Panel]-[Scanner and Cameral.
You will find the list of the installed cameras. If you find no message on the list, it means

that the cameras are not installed. Reinstall the camera driver for connection.

2) Confirm that Direct X version is in the system installed with BONI DVR.
Click [Start]-[Run] and then type “dxdiag” in the window for execution.
Press the ‘OK’ button.

Run 21 x|

Tvpe the name of a program, Folder, document, or
; Intermet resource, and Windows will open it Ffor you.

opend| | dxdiag| j

0k I Cancel | Browse, ., |

[Picture 1] Direct X running
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3) When the window for Direct X diagnostic tool appears, confirm if the Direct X
version is 8.1 or higher.

i
Sustern | Direct-= Filesl Displayl Soundl Music | Input I Nelwolkl Mare Helpl

This tool reports detailed information about the Direct® components and drivers installed on your system. It lets wvou test Functionality,
diagnose problems, and change your system configuration ko wark best,

If wou know what area is causing the problem, click the appropriate tab above. Otherwise, you can use the "Mext Page” button below to
visit each page in sequence.

The "More Help" page lists some other kools that may help with the problem you are experiencing.

—System Information

Current DateTime: Wednesday, July 05, 2006, 19:36:08
Computer Marme: BONIENG
Operating System: Microsoft Windows 2000 Professional (5.0, Build 2195)
Language: English {Regional Setting: English)
System Manufacturer: FiGGY
System Model: 77SiE5GY
BIOS: Default System BIOS
Processor: Intel(R) Pentium(R) 4 CPU 3.00GHz (2 CPUS), ~3.0GHz
Mernory: S10MB RAM

I Directy wersion: Directx 9.0c (4.09.0000,0904) I

v Check For WHOL digital signatures

DixDiag 5.03.0001.0904 32-bit Unicode Copyright @ 1998-2003 Microsoft Corporation. All rights reserved.

Help | Hext Page I Save All Information.. | Exit

[Picture 2] Direct X version confirmation.
In case the version is lower than 8.1, visit [data room]-[Utility] on the homepage,
www.dvrtop.com to download ‘Microsoft DirectX End-User Runtime 9.0c Web Setup’ the
multi language version and install it. After installation, run ‘BONI DVR’ again.(The BONI

DVR CD contains this version).
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1.2 Using camera different from each other
Check the following.

Check the cameras connected to BONI DVR to find if they are produced by different

manufacturers.

1) Check the information about camera connection.

Pressing [Start]-[Control Panell-[Scanner and camera] shows the list of installed
cameras. Check if the list contains the same cameras.

2) You are required to connect the same models of cameras. Even if different models are
connected, the list of cameras may show the same list when you choose [Scanner and

Cameral.

(Manufacturers throughout the world use the same module 70% of the time when they
manufacture PC cameras. Accordingly, even when different models are installed, they may
be recognized as the same model in the list [Start]-[Control Panel]-[Scanner and

Cameral.

Picture 1 shows that a PC recognizes the same models even if different models are installed.

Scanners and Cameras Properties d |

Devices

The following scanners or cameras are installed :

K.OCOM KMC-95PF wWeb Camera
K.OCOM KMC-35FR “Web Camera

KOCOM KMC-95PR Web Camera

Add... | Remove |

Troublezhoot | Properties |

] 4 I Cancel |

[Picture 1] Camera list
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2. Gray Image in the Channel

1. Reinstall camera driver

The gray image may be caused by the improper installation of the camera driver or by

the installation of a camera driver of a different model. Reinstall the driver of the relevant

camera and then run it.

2. Try changing the setup function for DirectDraw acceleration in Direct X.

2.1 Click [Start]-[Run].Input “dxdiag” in the window of execution and then press ‘OK’.

.

COpen:

2 x|

Tvpe the name of a program, Folder, document, or
Intermet resource, and Windows will open it Ffor you.

didiag|

=

=]

[Picture 1] Direct X running

Cancel | Browse, ., |

3. Press [Display] in the window for diagnostic tool in Direct X. Press the ‘No Use’

button from the list of “DirectDraw acceleration and then set up in order not to

use DirectDraw acceleration function.

¥ Direct¥ Diagnostic Tool

System | Direct Filgs Sdhind | Music | Input | Metwork | More Help

=10 |

rDevice rDrivers
Mame: MYIDIA GeFaorce FX 5200 Main Driver: nv4_disp.dil
Manufacturer: WVIDIA Wersion: 6.14.0010.5303 (English)
Chip Type: GeForce FX 5200 Date: 871/2005 19:47:14
DAC Type: Integrated RAMDAC WHOL Logo'd: Yes
Approx. Tokal Memary: 128.0 MB Mini ¥DD: nwd_mini.sys
Current Display Made: 1024 x 768 (16 bit) (60Hz) VDD: nfa
Monitar: Plug and Play Manitor DOI Yersion: 9 (ar higher)

- Directk Features

DirectDraw Acceleration:  Enablzd Test DirectDraw |

Disable |

Disable

Disatle

Direct3D Acceleration:  Enabled Test Direct30 |

AGP Texture Acceleration: Mok Available

r~Motes

+ Mo problems found.
e To test DirectDraw Functionality, click the "Test DirectCraw" button above,
+  To test Direct3D Functionality, click the "Test Direct3D" button above.

Help | Hext Page | sevestiniomation.. | Esit

[Picture 2] DirectDraw settings

up to use the function according to PC

Note : Only set up after confirming “DirectDraw Acceleration” which may be set
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3. Despite installing more than 2 cameras, the video doesn’t appear.
Check the following
1. Check if the cameras are connected to your PC.
2. If the message for excessive bandwidth appears, run BONI DVR and then choose
‘Camera Installation” to regulate the bandwidth to the minimum.
Ex) Bandwidth installation method for the Kocom KMC-90 model. (Other models

may have a different installation method or they may have no bandwidth regulation.

USE Controller Bandwidth Exceeded = 5[

The controller does nok have enough bandwidth available for the MIRAE MTC-D1 Camera, \Would vou like assistance in solving
this problem? IF wou click Mo, the device may not Function properly,

[Picture 1] Warning Message for Excessive Bandwidth

x

Camera Controls |

Image Control Default

Brightnes=s ,7_"— W Reset |
Cortrast ’7_"— ’ﬁ Save
Gamma '7:'_ ’—4 Restore

Hue ,7_]— W [~ Vertical Flip

Saturation ,7_]_ ,? I Color Ervable

[~ Mirror Flip

Sharpness | ]_ 3
[~ Backlight Comp

|||||||||| 1CE Mo Flicker ——

Red r—  ort
Green " 50Hz
Blue ’73— * B0Hz

¥ Auto Enable

Auto Mode Contral

Exposure | | ALTO Suto Ensble [
LISB Banduvicth £ _]_ 7e| 1m0Enable o

QK I Cancel | Apply |

[Picture 2] Camera Setups

2.2 When you see the warning message for excessive bandwidth, press the ‘Camera
setup’ button and then release Auto Enable(V) in the window for ‘camera Controls’.
2.3 Set the USB Bandwidth by 2 and then terminate BONI DVR. Rerun BONI| DVR.

See Page. 15 on how to set bandwidth.
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4. No Image Despite Running BONI| DVR

This is caused by a BONI DVR program with an error or deleted file. For a solution, reinstall
BONI DVR after deleting the BONI DVR program.

5. Alert message

5.1 Warning Message “DirectX Error!” or “Could not render
sample grabber output pin”

This may be caused by BONI| DVR- installed— PC which is not installed by Direct X or
a version which is 8.1 or lower. You are required to set up Direct X 8.1 or higher in the

system and then runit.  (* See p.81 for Direct X set method.)

5.2 Warning Message “Not 320 * 240 Resolution”

This may be caused by a relevant camera which doesn’t support 320%x240 resolution.
BONI DVR supports cameras with 320 * 240 resolution. You are required to change

the relevant camera.
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6. When camera have problem

Confirm bandwidth or camera connection if the problem happen during operating surveillance system
or [camera on].

1. Confirmation camera connection.

Select start/set/control panel/scanner or camera.
If the number of camera installed in scanner or camera doesn’t match real camera

connections, problem come from camera disconnection. Request the follow—up service even
after you find camera line OK.

2. Confirmation bandwidth settings

[Picture 1] If error message box come up, reset bandwidth.

eror x|

"Camera on' is Failed due to the brouble in bandwidth ar
resolution,

[Picture 1] Error message box
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2.1 How to revise bandwidth
1) Go to start/program and select camera driver.
2) For instance, BONI CAM is start/program/MIRAE MTC-D1 camera.
3) After selecting camera driver, implement <AMCAP>.

2.2 Settings AMCAP

1) Go to [Devices] and select camera with problem.

2) After selecting camera, Go to [Options]/[Video Capture Filter] and set bandwidth.

In regard with bandwidth settings, see at P. 15.

=181

Video Capture Pin,..

" Audio Capture Filter,,,

[KOCOM KMC-90'web Camers
[Picture 2] AMCAP setting window
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7. Web Connecting Screen and Login box appear when running
BONI DVR

1. When running BONI DVR, the internet connecting window for web
service and the dialog box for login appear user configuration dialog box at the same time.

Please wait a minute !

We're trying to be connected to the Internet for web service.

[Picture 1] Internet connections for additional service.

User Confirrnation

B oK | X cancel |

[picture—2 Web Service login Screen]

2. Cause
When you select [Admin.]/[Servicel/[Use additional service], users confirmation box

come up.

2.1 BONI DVR provide online/mobile surveillance with internet connected. (Not available now)
If you are to use the service, please apply for additional service at your nearest shopper.

You are required to apply for web service if you are provided with web surveillance
service on line.

2.2 Users who don’t use additional service see at p. 91 to change settings.
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3. Troubleshooting

3.1 Select the cancel button without entering ID and Password in the below users

confirmation window.

User Confirrnation

o ]

F* assword I

Mok | % cancel |

[Picture 1] Additional service login window

st 3.2 Enter ‘the password’ provided by the
e enter ot i A Administrator on the BONI DVR login dialog
.L':,;:" Password for authentication,

box and then click on the ‘OK’ button.

* English: Capital or Small
* The First User account Quest

! |
Confirmedl Exit |

Basic setup Password “ guest ”

[Picture 2] BONI DVR login box

3.3 Click ‘Admin’ on the initial screen of BONI DVR.

CH | Status | Connect

1 |Connect
Connect

3
4

Event Status

[07/03 16:10:30] S5
program start

Free HDD ki

o €% B 3 MTTTTTT

‘i’!“l E!’Ew’

[Picture 3] BONI DVR main screen
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3.4 Choose ‘Web Service’Tab in the ‘Admin settings window.

Admin Settings { BONI DYR Yer BD 1.0.8 ) f x|

Flacordl Directory.fpasswordl Channel! Predelinedl Time  Service |

- Beldedkservice u service.” in the additional service box.

1) Select the «“ Do not users additional

* Added-zervice is available after entering I and password of in your

member registration of this program. [ SMS5/ WMS . WEB S MOBILE]

€ hooept added-servios. @ Nk accept added-servics, Note : If you set the “Do not users
i additional service button, additional

S T service is not provided to you.

—Web Service Use time
* Set up the access time limit, “w'ebzervice after the predetermined time.

Connecting ext automaticaly. [ constant connection is allowed. j

r~ The status for web service use

* If you are to stop the curent user,
pleaze press the connection release button after selecting the user.

Connec... | | P [Acceszer IP] :I

Disconnedt

Exit |

[Picture 4] Service settings
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Chapter 5 Troubleshooting
8. How to confirm BONI| DVR version

Version confirmation is needed when receiving follow up service or BONI DVR updating.
Regarding confirming version, select the Admin. Button on the right side of main screen.

BONI DVR version is indicated on the top side of Admin. Window.

Admin Settings { BONI DYR ¥Yer BD 1.0.8 ) ﬂ

Recaord | Direu:t-:ur_l,la"passwnrdl Channel/ Predefinedl Time I Servicel

[Picture 1] BONI DVR Admin. window

9. When deleting BONI DVR

All the set values of BONI DVR is stored in a file form. If you store and copy all the
recorded files to the other system you are to use prior to deleting BONI DVR application on
system, all the previous files are reserved and restored on the new system so that you don'’t
have to customize the system again. Setting file, the STIMESET.DLL is there in
C:WProgram FileswWMIRAE.

Note! You are ensured that STIMESET.DLL file is copied and stored

in a separate disk space for you to use the files on your new system.
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10. Notice when you delete and create icon on background screen

When deleting and recreating shortcut icon on the existing background screen, running BONI DVR,

auto—updating, watching live service connections could not work.

1. Create shortcut icon in BONI DVR running file.

1.1 Creating shortcut icon
1) Move to the directory installing BONI DVR. The directory is ‘C:WProgram FilesWMIRAE’.

2) Right mouse click on the ‘BONl.exe’ file, select send/create icon on the background.
2. Set the contents of shortcut icon.

2.1 Right mouse click on shortcut icon created on the background screen run its contents.

Then shortcut icon info. Box appears as in picture 1.

General ShOftCUt|Security| . . L .
2.2 When deleting and creating the existing shortcut icon,

Ll BONIDVR
Ea

starting point is positioned in blank.

Target type: Application

Targetlacation: MIRAE 1) Enter the folder directory that BONI DVR at starting
L el point and select the confirmation button.
¥ Fiunitt separate memory space. | Run as different user (The dlrectory that hold BON| D\/R IS “CWProgram
I Start in I"E'\ngram Files\MIRAE" FI|GSWM|RAE”)
Shartout key |None
Bur INormaI window ﬂ
Camment: I
Find Target.. | LChange lcon... |

’TI Cancel | Apply |

[Picture 1] Shortcut icon info. window

11. Others

When adding or changing USB device (camera, hub, mouse, keyboard, speaker etc.), you

are noted to rerun PC for stable system.
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1.

USB Cable diagram O

Chapter 6 Appendix

Base Cable
@ Ell R I .
sm Extensible Max 40m

Camera Wiring diagram

® g Base Cable \:I

® Base Cable USB Extension cabl .
5m 5rr1{1ea::5m} ‘\

Ny

g

& i USB repeater cable l
ase

L"I

20m (dea x 5m)

E
Base Unit

LAN cable

Remote Unit

[Picture 1] USB Cable connection diagram

Case @ (To 5M )

Components : USB dome-shaped camera(5M)
Basic cable structure. Only USB dome—shaped camera line is used.

Case @ (To 5BM~10M )

Components : USB dome—shaped camera(5M) + USB extension cable

(The maximum of one 5M is used )

In this case, line is composed of USB dome—-shaped camera line and USB extension cable.
Case @ (To 10M~25M)

Components : USB dome—shaped camera(5M) + USB repeater cable
(The maximum of four 5M is used.)
USB dome-shaped camera and USB repeater cable are composed.

Case @ (To 25M~45M)

Components : USB dome-shaped camera(5M) + SUPER-X
(The maximum of 40M UTP cable is used.)
USB dome—shaped camera and SUPER-X is used connecting LAN cable.

95



Chapter 6 Appendix

. USB materials O

Picture

Description

C n

Name : USB Extension Cable MF
Length : 5M
Notice : Only compatible with USB 2.0.

Name : USB Repeater Cable.
Length : 5M

_I‘/““ .
,@ : / Q -‘:
- =

Name : SUPER-X

Length : Extension up to 40M using LAN cable.

Components : Base—Remote 1 Set
Notice : Connection cable must be LAN cable.

[Table 1] USB materials
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Chapter 6 Appendix

3. Settings standard by computer specification.O

This table is the result of our testing based on detecting motion during recording.

Low recording speed is recommended for efficient HDD use, and High resolution provide 4 times
video recording capacity as big as the regular one. This is subject to change by users PC
performance. So it may be customized properly by users PC environment.

Channels by resolution Recommggg;ed Speed Maximum Speed (fps)
Specific
ations Moderate High-
—quality quality Screen Recording Screen Recording
screen screen
PIll-
800Mhz 4 0 7 3 7 3
4 0 10 5 10 10
PIV-
1.8Ghz
3 1 7 5 7 7
4 0 15 5 30 25
PIV-
5 4Ghz 3 1 15 5 15 7
2 2 7 5 7 7
4 0 15 5 30 25
PIV-
3.0Ghz 3 1 15 5 30 25
2 2 15 5 30 25
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BONI DVR Customer Support

1. Technical Support

Support for BON|I DVR must be obtained via email to: dvrtop@mtelecom.co.kr. You can
contact us by phone or by email when you are experiencing issues or have questions
regarding BONI DVR. Be sure to check our Q&A page on our website, too.

Please enter the following items for us to provide you the detailed answers to your
technical questions.

1. Name, Phone Number, e-mail

2. Product Number

3. Version and The number of channels

4. O/S and Computer Requirements

2. One-on—-ONE Support

- Available Hours

Weekdays 09:00 ~ 12:00 / 13:30 ~ 18:00
Sat. 09:30 ~ 12:00 / 13:30 ~ 15:00

Your phone line could be delayed due to line jam.
You may ask any guestions on product.
Extra costs are charged to you depending on situation when technician travels for

follow—up service.

 Free Follow—up Service

Defective goods

» Exception for Free follow—up Service

Customer’s faults.

PC environment setting problem.
Problem from system change.
Problem from other product.

H.Q : 101 Woosung APT, 113, Ido 2-dong, Jeju—city,
South Korea

Call : +82-11-639-4430

FAX : +82-64-702-3437

Online : www.dvrtop.com

e—-mail : gn7soft@naver.com
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BONI DVR license agreement and limited warranty

The documentation is protected by copyright and other intellectual property laws and treaties.

G&Seven Soft or its suppliers own the title, copyright and other intellectual rights in the product
enclosed. The license agreement describes your right to use the software for a limited period.

The license agreement does not entitle you to any ownership rights of the programming code.

You agree to be bound by the terms of this license agreement by using, loading the software, any
device. You are granted the following rights and duties except for other few provisions described on this
documentation.

(1) You may use the BONI DVR with one unique system. In case the product you bought include multi—
language version or other software title, only one language version per the product title is allowed for
you to use. (Copying other language version is protected.)

The initial user can’t transfer the version to other or allow another end user to use different version.

(2) You may transfer software to either an individual or an entity after noticing them to G&Seven Soft in
writing. Prior to the transfer, the end user receiving the transferred product must agree to all the License
Agreement terms and initial user is not allowed to own a copy of software.

The followings are banned.

(1) The documentation included in software can’t be reproduced.

(2) You may not rent, lease, or lend the product.

(3) You may not reverse engineer, decompile, disassemble, revise the product.
Limited Warranty

G&Seven Soft warrants that the product will perform substantially in accordance with the accompanying
materials for a period of ninety days from the date of receipt.

If an implied warranty or condition prohibits disclaimer of it, you also have an implied warranty or
condition, but only as to defects during the period of limited warranty (Ninety Days). Replacing the
product must be involved in the proof of the ninety—days product from the purchasing day. User’s
carelessness or mistakes are not applied to this agreement. The limited warranty gives you specific
rights.

The limited warranty is void if the failure of product has resulted from accident, abuse, misapplication,
abnormal use, or a virus.

Limitation of liability and remedy

To the maximum extent permitted by applicable law, in no event shall G&Seven Soft or its supplier be
liable for any special, incidental, indirect, consequential damages whatsoever (including, but not limited
to, damages for loss of profits or confidential or other information, for business interruption, for
personal injury, for loss of privacy, for failure to meet any duty including of good faith or of reasonable
care, for negligence and for any pecuniary or other loss whatsoever)arising out of or in any way related
to the use of or inability to use the product, the provision of or failure to provide support services, or
otherwise under or in connection with any provision of license agreement, even in the event of fault,
tort(including negligence), strict liability, breach of contract, or breach of warranty of G&Seven Soft or
any suppliers, and even if G&Seven Soft or any supplier has been advised of the possibilities of such
damages.

Some regions do not allow the exclusion or limitation of incidental or consequential damages, so the
above limitation or exclusion may not apply to you.

In any events, the entire liability of G&Seven Soft shall not be limited to the greater of the amount
actually paid by you for the product. The foregoing limitations, exclusions shall apply to the maximum
extent permitted by applicable law, even if any remedy fails it essential purpose.

Termination

Without prejudice to any other rights, G&Seven Soft may terminate this License Agreement if you do not
abide by the terms and conditions above, in which case you must destroy all copies of the software and
return all components parts to MGlI.

For further information write G&Seven Soft
Website : http//www.mtelecom.co.kr
E-Mail : gn7soft@naver.com
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BCNIow

Sottware-type Digital Video Sarveiliance System

BONI DVR is a video surveiflance system that converts CCTV's
features into those of software targeting a small & medium sized
businesses who seeks a affordable product.




