




Thank you for purchasing BONI DVR.
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Notice

1. This manual is for  BONI DVR user.

Manual for  USB PC camera, Windows O/S other than BONI DVR is not provided.

2. We are not responsible for any damage to this product, electrical 

damage to your PC or damages to the saved data in H/W, caused

by the failure to follow  the instructions in this manual. 

3. BONI DVR is a video surveillance solution and acts in an auxiliary

role. We are not responsible for theft, misuse or other crimes

regarding surveillance objects. 

4. This product and the manual are under the protection of copyright

and the protection law for computers. It is illegal to copy or

distribute them without the written permission of Mirae telecom. 

5. BONI DVR is automatically upgraded through the internet in the

future. This may cause some changes to this manual and other

functions of this program.



5.2 Button Function 

5.1 BONI DVR Main Screen
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5. BONI DVR Screen Configuration

4.1 BONI DVR Authentication

4.2 Program Start

4.3 Program Exit

5.3 BONI DVR panel

5.4 Screen shortcut menu
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4. BONI DVR Program Start

3.1 BONI DVR Installation

3.2 Procedure of Setup

5.1 How to register as a customer.

5.2 How to authenticate the real product.
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1. System Requirements
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2. USB Camera Requirements
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1. To run BONI DVR, more than one USB Camera should be connected with to your PC.

2. BONI DVR is only compatible with operating system WINDOWS 98/2000/XP/Vista/7.

3. To install BONI DVR, a 20G HDD memory disk space or or more is needed .

4. DirectX 8.1 or higher should be installed to run BONI DVR. Direct X 9.0 is installed 

automatically when setting BONI DVR.

4.1 Please refer to p. 81 of this manual for  DirectX 8.1

4.2 BONI DVR CD or the web site (http://www.dvrtop.com) supplies the installation file.

5. Please confirm the recommendation of a USB Camera to make stable use of the  

functions provided by BONI DVR .

6. When you install BONI DVR, terminate all the application programs you are using in

your browser.

[Table 1] System specifications

Be sure to check the following details before using the system.

1. System Requirements

Note before installation

5

Note before installation

16M64MVGA

Windows 98 / ME / 2000 / XP / Vista / 7

Version 8.1 

Two 1.1 USB Port

40GB

128MB

PentiumⅢ 800Mhz

Requirements

Version 9.0DirectX

Four 2.0 USB PortUSB Port

512MBMemory

80GBHard Disk

Operating
Systems

Pentium Ⅳ 1.8GhzProcessor

Recommendation



DirectShow Interface Device(WDM) supported

USB Bandwidth controls supported
Function

Windows 98 / ME / 2000 / XP /Vista / 7O/S

USB 2.0Driver

VGA 320*240 / 640*480 supportedResolution

USB Port (Interface)
Connection 
Mode

SystemItem

[Table 2] USB Camera Requirements

2. USB Camera Requirements
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1. Overview of Product

BONI DVR is a video surveillance solution that converts CCTV's features into those 

of software targeting a small&medium sized businesses or a store who seeks a 

affordable product. 

2. Features
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1. Only PC and USB web camera are required to install the surveillance system. 

2. Compatible with cheap CMOS PC camera without power work. 

3. Use industry standard CCTV surveillance cameras. 

4. Remote management system internet/Mobile/PDA (Not available)

5. Possibility of PC tasks(Microsoft word, internet or other applications) while monitoring and recording. 

6. Supports High quality videos and excellent compression rate due to use of  technology of MPEG4

image compression. 

7. Simultaneous recording, monitoring, playback, controls of 4cameras Selectable resolutions

(320*240 or 640*480) 

8. Record videos on a separate PC in case of file loss or system failures Definable sensitive area and

motion detection. 

9. Use our integrated scheduling to start and stop recording at pre-determined times 

10. Supports alarm notification through SMS, VMS and Auto-recording upon variation in sensitive area. 

11. Supports management features to log, search, print out all events. 

12. Easy maintenance to be upgraded by using internet downloads. 



3. Product Main Function
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Securing the necessary space for other tasks other than video 

recording.

Setting recording 

space

Allow to operate program at desirable time ahead.Scheduling

Has feature to limit number of BONI DVR program controller other

than administrator.
System locks

All events are recorded by date, searched by functions and printed 

out.

Event 

management

Continue to upgrade automatically through internet.Updating 

SMS/VMS notification when internet line disconnected or 

emergencies happened. (Not available)
SMS/VMSValue-

added

Servic

es

Remote monitor/control/record through Internet/Mobile from 

anywhere anytime. (Not available)

Remote monitoring 

/ control / Records

Video saving

Replay

Video recording

Resolution setting

Video 

speed/recording 

setting 

Auto deletion

Setting file 

generation 

intervals.

Growing channel

Screen division 

Camera 

disconnection 

alarm notification

Notify you when camera disconnected or malfunctioned and exit 

the channel automatically.

Surveil

lance 

Servic

es

Monitoring screen is moved to the right side on the display and 

user works computing tasks while viewing cameras.

Enlarge a specific channel or make the full viewing mode.

Set file-generating intervals in case of possible obstacles happened 

from long- time recording.

Auto-delete the old video files when HDD space is full.

Control the speed of display and recording for the stable workload 

of machine and efficient storing space.

Set the clearance of video on the display.

Constant recording or Recording only when motion detected.

Speed up or down the play-back video.

Auto deletion protection for important video files.

DescriptionsSubjects



4. Components

1. BONI DVR  CD

BONI DVR Program, BONI CAM Driver, Users manual CD are included.

BONI DVR is composed of surveillance service and additional service. 

BONI CAM driver is needed when connecting BONI CAM on your PC. 

2. BONI DVR Users Manual

The info. on BONI DVR Introduction, features, how to use, troubleshooting is detailed.

3. BONI DVR product code.

Product code for BONI DVR  is needed for authentication of real goods when installing or re-

installing product. And It is also needed to receive customer support. 
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Registration Method

1. When beginning the installation of BONI DVR : Refer to pp.18~21 of the manual for  

details ( Your computer should be on line.)

2. By using Internet

2.1 Visit the homepage (http://www.dvrtop.com) to join as a member.

3. By using phone

3.1 Contact the shop where you purchased BONI DVR.

5.How to use BONI DVR service

1. surveillance service : Surveillance service through a PC installed with BONI DVR

2. Additional Service : Remote monitoring and controlling service through internet or mobile,

SMS/VMS notification service when motion is detected. (Not available)

2.1 Web Service : Remote controls or monitoring BONI DVR through internet.

2.2 Mobile service : Through mobile, remote controls and receiving SMS/VMS for 

detected motion.

You are required to obtain authentication before using BONI DVR. You must obtain 

approval by registration.

BONI DVR provides two kinds of services; a basic surveillance service and a web 

surveillance service by using the internet or a mobile phone.

Authentication Method

See pp. 18~21 for details.
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1. Camera connection

A camera should be connected to your PC before installing BONI DVR. Users need 

USB cameras that are compatible with the Direct show Interface Device(WDM). 

Please refer to Table 2 on p. 6 for recommendations for USB cameras. Every 

camera has its own installation method. This manual shows a sample for a specific 

camera for users’ understanding. Please refer to the manual provided by the 

manufacturer for installing specific cameras. 

1. Please prepare to install a camera and the driver for the camera.

(The driver is provided by the manufacture when you purchase the camera.)

3. Please click ‘Next’ when the 

installation wizard appears on the PC 

like Picture 1.

2. Put the camera driver CD in the PC CD-ROM drive, and the installation program will

automatically run. Implement Window will appear and select “driver setup.”

Insert the Driver CD of the camera in your PC for automatic execution of the installation

program.(If you insert the CD for driver of cam into your PC, select  driver installation on

the active window. Then, the camera setup software works of itself.)

2.1 When CD is not automatically installed.

1) In case of failure of automatic installation, please click on Finder in the desktop.  

Or press the right button on ‘My Computer’ and press ‘Searcher’ to select ‘Search.’

And then choose the CD location to execute ‘Setup’.

[Picture 1] USB Camera setup start

* 1  USB is a contracted word which combines ‘Universal’ and ‘Serial’ ‘Universal’
means that all the devices use the same connectors. ‘Serial’ means the devices are 
connected with daze chains.
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4. At the completion of installation, 

you’ll be asked to reboot your PC. 

Please select ‘Yes, I want to restart 

my computer now.’ in the check box  

and then press ‘Finish’.

[Picture 2] USB Camera driver installation exits

[Picture 3] Back side of PC

Warning! Please note that if you use Bandwidth-not-adjustable camera, the number 

of connectable camera is to be limited.

5. After rebooting, attach the camera to the USB port at the back side of PC.

5.1 Common PC has two or more USB ports at the back. (Laptop would have only one port.) 

Extra USB HUB can be purchased at electronics shops  when you need more USB  

Ports. If you need more USB ports, you can get USB HUB at the Electronics shops.

5.2 You can use attaching camera to USB port. 

Please note that you are to use such additional equipments as USB herb or USB 

repeater cable, you must connect it to camera before attaching camera to PC.

5.3 The Green LED on the front side of the camera will blink for a minute if the

camera is normal.

6. When you connect the camera to your PC, you will be given a message that the 

operating system is installing the driver. 

7. If you see the message of complement of setup installation,  click the OK button.
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The difference of screen quality and video for USB camera is subject to how to setup camera and 

the adjustment of bandwidth.

Please follow the below for the stable use when installing camera.

1. Settings when your PC has 2 USB ports. 

1.1 Attach 2 USB Hubs to your PC.

1.2 Connect two cameras to two different USB herb respectively. 

1.3 Run after finishing camera setup.

1.4 Select camera settings in channels one by one and set “2”of all camera for bandwidth.

1.5 Total bandwidth can not excess 100%.

1.6 After setting bandwidth, reboot PC.

1.7 Run BONI DVR program.

2. Settings when your PC has 4 or more USB ports.

2.1 Attach cameras to USB port respectively.

2.2 After installing camera, run BONI DVR.

2.3 Select camera settings in channels one by one and set “2” or “3” of all cameras for

bandwidth.

2.4 Total bandwidth can not excess 200%.

2.5 After setting bandwidth, reboot PC.

2.6 Run BONI DVR program.

Warning! 

1) The value of BONI CAM is “1” for bandwidth when initial installation.

We recommend you set “2”of value for USB bandwidth. Otherwise, it causes the low 

quality of screen and other systemic troubles.

2) Rebooting PC enable the operation of stable system when releasing and reconnecting 

USB Hub and repeater cable.

3) USB extension card rather than USB Hub could be more stable when the shortage of 

USB ports. 

2. Camera Setups

Note: System USB bandwidth checking

Take the next steps : [My computer]+[Click mouse right button]-[Properties]-[Hardware]-

[Device manager]- [Universal Serial Bus Controllers]-[Controller Double-click]-[Advanced]

After appearing related window, those value indicate bandwidth you are using. And then, you can 

finally identify the sum of total bandwidth value with default system value and the above value you 

are using.
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3. BONI DVR Program Installation

2. Insert the CD into the CD-ROM of your PC.

1. PC software to configure BONI DVR is provided in a CD.

3.1 BONI DVR setup

4. Press ‘NEXT’ for the installation of BONI DVR.

5. Please read the terms of users contract and 

select “agreement” and click “next”

[Picture 1] BONI DVR CD window

[Picture 3] License agreement

[Picture 2] BONI DVR setup start

3. Start the installation pressing the button 

“BONI DVR-Install” that appear in the screen 

after setting up CD.

note) If CD does not run automatically, press the

icon “explorer” in the background screen or

push the right button and select “explore” on

your mouse in the screen of “My Computer”

click it. Then locate the CD through the

explorer and run ‘autorun’.
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7. Click “installation” for set up.

8. Those process are to set up the necessary codec when for use of software Press 

“continue or yes” to keep on installing.

[Picture 5] BONI DVR setup

6. Enter the name and the company name then

click “next”.

[Picture 4] User info.

[Picture 6] WIN 98,ME,2000

9. click ‘finish’ then all the procedure is complete.

[Picture 7] BONI DVR setup finish

Attention!

If you delete and setup  BONI DVR again, previously 

defined values is deleted. Please refer to page.100 to 

keep the previous values.
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4. BONI DVR Program Execution

2.1 Double-click the icon ‘BONI DVR’ in the 

background window and execute.

In case of user of the edition for evaluation can 

see ‘BONI DVR(DEMO)’ instead.

4.1 BONI DVR Authentication

2.2 Enter product code and click the authentication 

start button in the authentication window.

Input the Serial No. and then press ‘Approval

Confirmation’

2. Through the Internet

You are required to distinguish between capital 

and small letters during input .[Picture 2] BONI DVR  Authentication Window.

1) Key No. : The Installation Number automatically

generated during BONI DVR installation. (Auto

creation)

2) Serial No. : License Number attached to the CD    

of the product. (Enter)

3) Reg. Code : It is the unique number created

automatically when you register the product

formally. (Enter or Paste)

BONI DVR  must be authenticated for you to use. 

You are required to be approved to make formal use of BONI DVR. For approval,

you need a license number provided on the CD or the registration number  which 

you can obtain from the provider through the internet or by telephone.

1. When Internet is not connected.

1.1 Please inquire the shopping center which you bough at of in order ro obtain registration

number.

[Picture 1] Background Window

Attention! Please do certification process in order as follow below.
If the procedure is not in order, you must rerun software.
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2.3 [Picture 3] shows the window to input user’s information and join as a member.

[Picture 3] User info. registration Window

Description of [Picture  2] Reg. Code is the

window for user’s proper number.

Unofficial members are required to register 
by choosing ‘Register and Obtain Reg.No’

button. 

[Picture 4] Entering user info. [Table 1] Setup contents

2.4 Type user’s information.

1) When you obtain membership,

① Enter the user info. of picture 4 in the respective item.

② Press the ‘OK’ button at the completion of input.

Attention! The initial registration code is not available when replacing your PC.

Please ask the seller of BONI DVR when the approved registration number

is no longer valid should you desire to change PC’s .(If you change your

PC, the certified In that case, please inform the seller of BONI DVR of  the

registration number.

You want first 
installation 

First Installation

OthersOther 

You want to 
exchange PC.

PC Change

descriptioncase
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2) For an unofficial member

① Click <Sign-up and Code obtaining] in user info. Entering window of picture 4 on 

page 19 and membership registration window will pop-up. 

Choosing ‘member admission and registration’ in the following member join 

dialog box. [Picture 3 ② P.14] displays the window for member admission.

② Type ID, password, name, and e-mail 

address, etc. when the member joining 

window appears. 

③ Click Ok after the entry of the   

information.

2.5 [Picture 6] Reg. Code  window appears.

[Picture 6] Registration code
creating window

1) Pressing ‘Restore’ button generates Reg.Code like [picture 7].

2) Copy the registration code created.

[Picture 7] Registration code 
creating finish window

[Picture 5] Membership registration window
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2.7 Click ‘Approval Confirmation’.

2.6 Enter the copied registration code in the real product authentication window.

The entry of Reg. Code will appear in the window for approval confirmation.

2.8 The window for BONI DVR login shows up after approval. 

Click the Ok button after entering the 

password. Then the BONI DVR executes.

After executing BONI DVR, refer 
to p.49 for changing password.

3. When replacing PC and re-installing. 

Before reinstalling BONI DVR to another PC,contact the seller of BONI DVR.

[Picture 9] BONI DVR log-in window

[Picture 8] BONI DVR real product registration finish window
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1. Double-click the icon ‘BONI DVR’ in the background window and execute. (When using a 

copy of the evaluation, BONI DVR(DEMO) shows up like a picture

4.2 Program implement

2. Type the password in the login window 

and then Click the ‘OK’ button to run BONI DVR.

See p.49 for changing passwords 

after executing BONI DVR.

1. Press the ‘Exit’ button       on the right 

bottom to exit the program. 

4.3 Program Exit

[Picture 1] Background window

[Picture 2] user authentication window

[Picture 1] BONI DVR Main screen
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5. BONI DVR screen structure 

5.1 BONI DVR  main screen

[Picture 1] BONI DVR Main screen

FeaturesButtonsNo.Shape

2

1

Lessen and divide the screen and enable user to do other 
computer task during monitoring. Screen partition 

Exit the program.Exit

5.2 Feature Buttons 

1 2 Panel window

Menu

3 12
13

14 15

18

17

16
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8

910

6
7

11



Pressing ‘ON’ shows the relevant image by selecting a 

channel. Press ‘Off’ to exit the channel. 
Channel Selection12

If you use alert delay function, there is no sound during 

period as much as you set when motion is detected. 

After setting period, sound alerts and it notify you 

through SMS or VMS. At the time, you can press alert 

notification stop button to stop sound. 

Alert notification 
stop/release

11

3 Hidden screen mode

Features ButtonsNo.Shape

Hides or reveals the panel window on the right screen.Panel Controller9

10

8

7

6

5

4

User can stop alert. It flickers only when alert sound 

operate.
Alert stop 

Pressing the ‘lock’ button locks all the functions. Enter 

administrator’s password to unlock the functions. 

Lock/Unlock                                                     

The camera of the chosen channel can be configured. 
(lightness, bandwidth, illumination, color, saturation, etc)Camera setting

Motion detecting starts during recording. Press once 

more to stop it.

Motion detecting during 
recording

Press the ‘Motion Detection’ button to begin motion 

detection. Press the button again to terminate motion 

detection.

Motion Detection

The image of the chosen channel is recorded and saved 
into its local hard disk. LED on the channel number turns 
red. Press the save button once more to terminate the 
save.

Record

BONI DVR is hidden from web screen.

*Motion detection?

The function of motion detection transmits the images of any motion or intruders captured 

on surveillance screen and saves the images, thus giving warning message or SMS/VMS.
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To search for the recorded image or save the still image.Playback18

To install administrator’s environment (web service, time, 

channel)

Administrator’s 

Installation
14

Features ButtonsNo.Shape

17

16

15

13

You can view all  recorded events and motion logs by date, 

time and channels.
Log button

When running more than 2 channels, you can alternatively 

enlarge the channels . The channel is converted by the set 

time. (The initial setting time is 5 seconds. You can change 

the time in administrator’s installation.)

Channel 

Rotation

To install surveillance area, alarm and SMS. Settings alert

Yellow : Connecting camera 

(Yellow means that the image is not saved during motion 

detection.)

Green : Camera is on.

Red: The image is being saved.

Gray : Camera is disconnected

LED color of 

channel statue

[Table 1] Buttons features
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5.3 BONI DVR  panel window

1. Scheduling system end time

3. Event Status

: Various event statuses can be shown 

during the BONI DVR operation  

4. Recording space indication

It indicate free HDD of computer.

[Picture 1] Panel Window

2. Channel : Indicates status of Channel Operation

• Connection : Camera connection.

• On : Channel is on

• Off : Channel is off.

• Motion Detecting : Motion detection implement

• Recording : Video recording implement

• Simultaneous detecting during recording :  

Detecting motion during recording.

• Detecting motion zone :  Drawing boxes to   

highlight area of screen that needs special motion

sensitivity and implementing motion detecting in 

that defined area.

• Error : Camera disconnection or video stopping

• Connect :  Indicating client connection

• Web : connection via internet

• Mobile : connection by Mobile

④

③

②

①

Right mouse click on the channel to use functions 

quickly And the On-screen shortcut menu screen from

picture 2 appears.  Be sure to look through the 

descriptions on On-screen shortcut menu below.

5.4 on-screen shortcut menu

[Picture 2] On-screen shortcut menu
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1. Surveillance Screen (Initial Screen)

1. Turn on channels to activate BONI DVR program.

2. LED indicators are subject to the channel conditions.

1.1 Camera On/Off Turning on the channel

[Picture 1] BONI DVR main screen

1.1 Activation

Select the channel number and shortcut icon on the bottom part of the above 

main screen.

1) Camera On [Channel No.] - [ON]

[Shortcut icon] - [Camera On]

[Shortcut icon] - [All Camera On]

2) Camera Off [Channel No.] - [OFF]

[Shortcut icon] – [Camera Off]

Green : Camera On. 

Yellow : Camera is connected.

Gray   : Camera is disconnected.
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[Picture 2] On-channel state

3.1 Channel conditions window

1)Connection : Camera connection

2) On : Camera On

3) Off : Camera Off

4) Error : Trouble in Camera 

3.2 Event logs window

1) Camera ON : When using Camera ON

2) Camera OFF : When using Camera Off 

3) Trouble in camera : Trouble in camera

4. Trouble in camera

If technical problem happen when implementing ‘camera on’ or ‘troubles in camera’, It must 

have some troubles in camera disconnection or settings. Please see at page 90 for resolution.

3. When camera is activated, channel conditions and event logs are indicated on the right side

of screen.
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1.2 To record surveillance video

1. How to run

Use record and shortcut icons on the bottom side of screen.

[Picture 1] Recording icon

1.1 Record  [Channel No.] - [Recording icon]

[Shortcut menu] - [Video recording start]

[Shortcut menu] - [All channel recording start]

1.2 Stop      [Channel No.] - [Recording icon]

[Shortcut menu] - [Video recording stop] 

[Shortcut menu] - [All channel video recording stop]

2. LED is changed depending on the channel state in color.

Green : Camera On 

Red : Video recording
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P. 47Selection resolutionResolution

P. 48Checking and changing recording pathRecording path

P. 46Adjusting speed for recording.Speed(fps)

P. 53

Reference 
page

Settings time interval

Settings contents

File creating intervals

Item

4. Related settings

[Picture 2] On recording

3. After activation, the windows for channel state and event will show message.

3.1 Window of channel state

1) On recording : On recording. 

3.2 Window of event state

1) Video recording start : Operating video recording

2) Video recording stop : Releasing video recording 
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When there is any movement in the monitoring zone, it sounds alert automatically, 

record video, and send message through SMS/VMS at the user’s phone number.

1.3 Motion detection

1. Operation Method

1.1 Detection [Channel No.- [Motion detection icon]

[Shortcut menu] - [Motion detection start]

[Shortcut menu] - [All channel motion-detecting start]

1.2 Stop      [Channel number] - [Motion detection icon]

[Shortcut menu] - [Motion detection Exit]

[Shortcut menu] - [All channel motion-detecting stop]

[Picture 1] Motion detection Icon

3. LED is changed depending on the channel state in color. 

During motion detection, LED color of the relevant channel changes from green

into yellow. When it detects an intruder, the color changes to red. 

Green : Camera On

Yellow : On detection motion

Red : Recording detected motion.

2. When detecting motion, video is recorded for the first 30 minute even though there is 

no movement. 

If movement is redetected before exiting video-recording, recording video continues.
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[Picture 2] Channel 1 is detection motion.

5. Alert stop icon is used to stop alert.

p.46Adjusting recording speedSpeed (fps)

P.60~61
Drawing motion zone and sensitivity 
settings.

Motion detection

P.58

P.48

P.47

Related Page

Setting alert, SMS/VMS.

Checking and changing recording path

Resolution selection

Setting contents

Alert

Recording path

Resolution

Items

6. Related settings

4. After activation, the windows for channel state and event will show message. 

4.1 Channel state

1) On detecting motion :  On detecting motion 

2) Detecting : Defining monitoring zone and detecting motion 

4.2 Event window

1) Motion detecting start : When activating motion-detection.

2) Motion detecting stop : When releasing motion-detection.

3) Motion is detected. : When motion is detected.

4) Motion detection end : No movement after detecting motion.
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1.4 Detecting motion during recording

1. Activation

1.1 Start [Channel No.] - [Icon for detecting motion during recording]

[Shortcut menu] - [Detecting motion during recording]

[Shortcut menu] - [Start detecting motion during recording from all channels]

1.2  Start [Channel No.] - [Icon for detecting motion during recording]

[Shortcut menu] - [End motion detection during recording ]

[Shortcut menu] - [Stop recording during detecting motion from all channels]

[Picture 1] Icon for motion detection during recording

2. LED is changed depending on the channel state in color.

Green : Camera On 

Red : On recording

34

When there is any movement in the monitoring zone, it sounds alert automatically, 

record video, and send message through SMS/VMS at user’s phone number.
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4. Alert stop icon         is used to stop alert.

P.48Checking and changing recording pathRecording path

P.47Resolution selectionResolution

P.46Adjusting recording speedSpeed (fps)

p.58~59Settings alert, SMS/VMSAlert

P.60~61

P.53

Related Page

Settings motion zone and sensitivity

Setting time intervals

Setting contents

Motion detection

File creating intervals

Items

5. Related settings

[Picture 2] Channel 1 is detecting motion during recording.

3. After activation, the windows for channel state and event will show message. 

3.1 Window for channel state 

1) Recording detection : On motion detection during recording. 

3.2 Window for events state

1) Start detecting motion during recording : When activating motion detection during recording.

2) Stop detecting motion during recording : When releasing motion detecting during recording.

3) Motion is detected. : When motion is detected.

4) Motion detection end : When there is no movement after detecting motion. 
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2. Screen enlargement

The chosen channel is enlarged while the other screens show up in the panel window.

1.5 Monitoring screen enlargement

1. Operation method

1.1 Enlargement [Shortcut menu] - [Enlargement]

[Shortcut menu] - [Full screen]

1.2 Stop(stopping) [Enlarged screen] - [Double clicking mouse]

[Shortcut menu] - [Regular screen] 

pressing [Esc] during full screen mode. 

[Picture 2] Screen enlargement

[Picture 1] Enlargement

3. Full screen enlargement

Channel is enlarged in a full mode.

[Picture 3] Full Screen mode

You can select two kinds of mode when enlarging real-time monitoring screen.
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Choose the connected channel and then press the ‘Camera Configuration’ button to set up 

the lightness, and color of the relevant camera. (The relevant camera should be turned on 

to change the camera configuration.

1.6 Camera Configuration

[picture 1] BONI DVR main screen

1. Activation

1.1 Settings : [Channel No.] - [Camera settings]

[Shortcut menu] - [Camera settings]

1.2 End : [Setting information] - [OK button]

2.1 Camera setting state : When activating camera settings

2.2 Camera settings exit : When ending camera setting window.

2. After activation, message is logged in the event state window.

37

Chapter 3 BONI DVR manual



3. Settings USB bandwidth

3.1 Settings

1) [Picture 2] Setting Bandwidth blank in the window for USB bandwidth settings.

2) Refer to P.15 on the setting value.

3) Click the OK button after setting USB bandwidth.

[Picture 3]Before Changing [Picture 4]Inverted Screen [Picture 5]Changes Right to Left

2.1 Vertical Flip : “v” can change the screen up and down

2.2 Mirror Flip : “v” can change the screen left and right.

Check ‘Vertical Flip’ or ‘Mirror Flip’ when the image is reversed at the time of 

camera installation.

[Picture 2] Camera information window

2. Video controls
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1. Activation

1.1 Dividing screen : Press    on the bottom of main screen.

1.2 Releasing screen division : Press on the below of screen.

2. Screen Division

[Picture 1] screen division icon [Picture 2] Screen division 

Screen partition allow you to work other works on the web and monitoring at a time. After 

implementing this function, the BONI DVR screen is moved to the right side of the web 

without overlapping.
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1. Activation 

1.1 Screen hiding: Press        on the bottom side of main screen.

1.2 Releasing screen hiding : Double-click  

Screen hiding notification icon- Right side button - Open

3. Screen hiding

This function is similar to screen division. If you are to implement work to use full screen such 

as CAD, screen hiding make the monitoring move to the right bottom of screen.

[Picture 1] Screen hiding icon [Picture 2] Screen hiding 

Attention! Ensure you enter password to release screen hiding when the program is locked.

(Refer to P.42.)

[Picture 3] Screen hiding notification function. [Picture 4]Shortcut menu

If you put  the mouse on the screen hiding notification button, you can know the 

channel state and alarm window will appear and notify you.

[Screen hiding notification button.] - [Right button] - [Alert stop]

2. Screen hiding notification function.

3. Releasing alert when hiding screen.
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4. To Lock Program

1. Activation

1.1 Press ‘Lock’ button         for lock function The icon  is changes into 

By using the function of lock, no other user can use BONI DVR except the administrator. 

The execution of lock function locks all the functions.

Screen partition and hiding is available during operating lock function.

Make sure you are to enter password to release screen hiding. Please refer to p.49 on 

how to set password.

1.2 Pressing another button on operation shows a warning message.

[Picture 2] Warning message

[Picture 1] Locking button.
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2.2 Type password and then press ‘OK’ to release lock function. You can use all the 

functions. 

2.3 The button is changes to 

2. Unlock Program

2.1 Press        button, [picture 3] log-in window pop up. 

(Pressing the unlock button ,       shows Administrator’s window.)

[Picture 3] Log-in window

3. Message is logged on the event state window after activation.

3.1 Program lock start : When implementing program lock. 

3.2 Program lock releasing : When releasing program lock.
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[Picture 2] With Panel Window [Picture 3] Without Panel Window

5. Panel Regulation
This is to hide or release panel window. And it is used when you monitor only video screen 

or you don’t need panel window. By using this function, you can hide or show the panel 

window on the right. Pressing the regulation button on the right bottom sides the panel 

window. Press again to show the panel window. 

[Picture 1] Panel regulation button

1. Activation

1.1 Activating : [Main screen] - [Panel regulation button]

1.2 End : [Main screen] - [Panel regulation button]
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6. Administrator’s Configuration 

Contents of this configuration is consisted of recording, recording path, password, 

channel/scheduling, time, web service.

[Picture 1] BONI DVR Main screen

6.1 Recording Settings

[Picture 1] Recording setting window

You can set recording space, auto-deletion recorded video, display speed, recording 

speed, resolution.
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1. Choose ‘Admin’ button on the upper right in the panel window for the administrator’s 
configuration.



[Picture 2]Free HDD indication

1.1 Settings

1) Enter the value for recording space in the settings blank.  

The value is  the standard for auto-deletion of recording space. 

2) It is applied when ending administrator window after entering.

1.2 settings scope

1) Max : You can set 1GB less than the default value.

The default value means the remaining capacity of HDD.

2) Min : At least IGB can be set for the stable PC system.

This is to secure recording space for other work except for monitoring. Video is recorded 

in the remaining space besides of the space user set.

1. Auto deletion recording

1.3 Free HDD means on the below side of panel window means the remaining space of 

space you set.

1.4 After activation, message is logged in the event state window.

1) Free HDD settings : When changing setting value
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3. Speed (fps) settings : fps means the number of frame per second.

3.1 Displaying and recording speed settings.

1) All settings : All channel settings. 

2) Settings by channels : Settings each channel.    

3) Channel settings is impossible during operating function. 

The value for recording speed can not be more than the one for recording speed. 

2. Settings auto-deletion for video recording

2.1 Settings

You can set two kinds of paths, the default path and back-up path for auto- deletion

of recorded file.

1) Using : Check ‘V’. 

2) Releasing : Click ‘V’ to disappear.

This is to secure recording space deleting old video files when space shortage.

2.2 Message is recorded on the event state window.

Attention! The higher speed, the better PC work for the efficient CPU working 

load rate. Please refer to P. 105 to optimize PC.

Hard Smooth

[Table 1] Speed (fps) setting

25 302015107

3.2 Message is recorded on the event state window.

. 1) Screen speed change : When changing displaying speed settings.

2) Recording speed change : When changing recording speed settings.
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1) Auto-deletion settings D : default folder setting/releasing 

2) Auto-deletion settings B : Back-up folder setting/releasing

3) Default (Back-up) video auto-deletion : When deleting video using auto-deletion

function.



4. Resolution settings : This is for the clearance of screen.

4.1 Settings

1) Regular : Select [Regular 320X240].

2) High : Select [High 640X480].

Attention! Selecting high resolution make CPU working load high and PC doesn’t work

well and recording space can be used as much 4 times as regular one.

Please refer to P. 105 for the PC customization.

4.2 Message is logged in the event state window.

1) Regular : selecting regular resolution. 

2) High : Selecting high resolution.
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1. Recording path

Settings  the path for recording saving images The path to save the surveillance 

images can be set up.

6.2 Recording path/password settings

[Picture 1] Recording path/Password settings

Default path, Back-up path and password settings.

1.1 Default path

Basic path for recording monitored video. Settings is a must.

1.2 Back-up path

This is to back up the recorded video from default or other path.

Attention! File is recorded on the both default and back-up paths at a time and  

recording space might be shortage. It is recommended to use separate

HDD or the path of other PC.

1.3 Settings

1) path settings : Select [Path settings] and designate the recording path.

2) Select the check box to use back-up path. 

48

Chapter 3 BONI DVR manual



2. Changing password

The user’s password can be changed. Input the present password and the new  

password. Press ‘Setup’ after reconfirmation,

Caution! When  the password is lost, BONI DVR cannot be executed.

Be careful to keep the password  private. It is recommended to manage 

the web surveillance service and the password separately. 

2.1 After activation, message is logged on the event state window.

1) Password changing : Changing password

1.4 Message is logged on the event state window.

1) Changing default path : Changing default recording path

2) Changing Back-up path : Changing back-up path.

3) Using Back-up path : Selecting Back-up path usage.

4) Releasing Back-up path : Selecting Back-up path releasing.
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1. Settings time by Channel

The time can be set up by channel and by function(motion detection and recording).   

At the time of set time, the settings function automatically operates. 

You can set the scheduling time while channel is off. But make sure channel must be on 

to operate channel.

6.3 Channel settings

[Picture 2] Window for scheduling time setting. 

You can set scheduling time, monitoring area, time stamping on the screen.

[Picture 1] Channel/Scheduling time settings.
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1.1 Settings Method

1) Press the scheduling setting button In the “scheduling setting” and [Picture 2]

window for scheduling time setting will pop up.

2) Select [channel] - [day] - [time] - [function] and press  the [apply] button to

reserve the contents of settings. 

3) To cancel the reserved contents, select  [channel] - [day] and press 

[scheduling releasing] button.

2. Channel name

You can change whatever monitoring name you like.

Attention! If you change the channel name, the storage folder name is changed at a time.

The changed channel name is not searched in the BONI PLAYER. 

Channel is unable to set during operating function. Signals is not written in the

monitoring name blank.

2.1 Settings

1) Select the channel to change.

2) Delete the monitoring name and enter the new name of watching area.

3) If you finish entering and exiting, it is implemented.

2.2 After activation, the message is recorded in the event state window.

1) Channel name change : When changing channel name.

3. Screen time stamping

Current day and time is stamped on the monitoring screen for the convenience of searching.

When starting BONI DVR, it is set as use.

3.1 Setting

1) Use :  Check in the box. 

2) Release : Uncheck in the box.

1.2 Time setting

1) When Starting day is the same as Exiting day. :

Make the exiting time longer than starting time. Refer to  [Picture 3]. 

2) When checked day start and the next day end. : Make the exiting time longer or shorter 

than exiting time. See at [Picture 4].

[Picture 3] From 9 A.M to 10 P.M [Picture 4] From 10 P.M to 9 A.M next day.

Attention! The dialog box will pop up, if you implement the function while operating or 

setting current scheduling function. Check the contents of dialog box and set.

51

Chapter 3 BONI DVR manual



1. PC exiting time 

The system automatically terminates at the set time. (Depending on the operations systems, 

a PC doesn’t automatically terminate or only BONI DVR)

6.4 Time setup

Exiting time, file creating intervals, channel circulation interval time are set. You can set up the 

time for system termination, an image file generation cycle, and channel rotation generating 

cycle.

[Picture 1] Time setting

1.1 Settings

1) Select your desired time I the exiting time settings window.

2) It is applied after entering and exiting the administrator window.

1.2 After activation, the message is recorded in the event state window.

1) Scheduling end time : When selecting end time.

2) Releasing scheduled end time : When selecting the no end time.
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3. Channel circulation intervals.

Setting up channel rotation cycle rotates channels when the channel rotation function  

operates. It based on a set time ranging from 5 seconds to 60 seconds.

2. File creating intervals time

It is to set intervals of from 1 to 12 hr. , which creates recording video files.

File Generating Cycle Interval[picture 1 ②] By using file generating cycle interval, the 

image file can be generated based on the set interval time. The interval ranges from 60 

minutes to  300 minutes.

2.1 Settings

1) Select your desirable time in the “File creation intervals” window.

2.2 After activation, message is recorded in the event state window.

1) File creation intervals change : When changing file creation intervals.

3.1 Settings

1) Select your desirable time in the channel circulation intervals window.

3.2 After activation, message is recorded in the event state window.

1) Channel circulation intervals change : When changing channel circulation intervals.
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6.5 Service Setup (Not available)

You can set whether or not you use added-service, the number of access, working time, 

disconnection function.

[Picture 1] Service setting

[Picture 2] BONI DVR dialog box for restart.

1. Added-service

To use added-service through this setting, you must be registered.

You can ask the nearest seller or technical points in regard to applying for added service.

1.1 Setting

1) Select <Use added-service> in using added-service.                                          

2) Select <YES> after appearing restart message in picture 2.

3) After auto-exiting, BONI DVR  rerun.
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[Picture 3] Added-service connecting screen

4) Web service users are required to  confirm the status of web connection for stable    

web service in the below dialog box.

[Picture 4] Added-service logging screen

You are noticed that original ID and password is recorded in the system and 

automatically registered when rerunning. 

Please see at P.75 if added-service is not registered.

5)  Enter the same ID and password you used when you applied for the web surveillance

service and then press ‘OK’ in the picture 4 dialog box for added-service logging. 

2. Maximum number of user access

This will allow you to limit user access up to 3.

2.1 Setting

1) Select the settings you would like to in the window of Maximum number of 

web service user.

2.2 After activation, message is logged in the window of event state.

1) Change of user access : When changing maximum number of web service user.
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4. Releasing the number of web service user.

You can limit the web connection of any user that you would like to specify.

4.1 Settings

1) Select <Current web service user state>-<Selecting user>-<Releasing connection> 

in turn.

3. Time for web service.

This is to limit the time for use of web service. You can set the connection by the 10 minutes. 

Web service automatically exit at the specified time.

3.1 Setting

1) You can customize in the window of the number of web service settings.

3.2 After activation, message is logged in the event state window.

1) Changing connecting time : When changing maximum time of web service.
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7. Alert settings 

You can set motion-detecting zone, adjustment of sensitivity for motion detection and 

VMS/SMS.

7.1 All channel applicable

This selection is applicable to all the channel. The transmission of an audible alert and SMS 

Can be set up.

[Picture 1] Window for all channel applicable 

1. Select alert button on the upper right side of the pannel.

[Picture 1] Alert buttons
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1. Setting up Alarm

Select alert sound for play-back.

1.1 Setting sound.

1) Press[▼] if you want default wound.

2) Pre-listening : Selected sound is played back.

3) Adjusting volume : Adjust alerts sound for replay.

4) Indexing : Settings different paths.

1.2 Setting lasting time.

You can set replaying time for alert.

1) Press [▼] to specify period.         

2) You can begin with 5 second.

3) If you set, it is applied automatically.

1.3 Settings to turn on all  alerts.                                

Turn on alert sound in all channels.

1) You can control alert sound by checking/unchecking.
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2. Setting alert delay

This is used when user come into the monitoring area during motion detection.

If you use alert delay function, there is no sound during period as much as you set when 

motion is detected. After setting period, sound alerts and it notify you through SMS or VMS. 

At the time, you can press alert notification stop button to stop sound. 

2.1 Alert delay setting 

1) Press the[▼] button to select period.

2) If you check [Alert included],  there is no sound during period as much as you set.

2.2 Alert notification stop button

1) If you press        button, alert notification functions(alert sound,SMS/VMS)  stop. 

2) After appearing user authentication window, password is verified and. function is 

implemented. 

You notice that alert delay setting is used when Alert-On, SMS, VMS is set.

2.3 Alert notification stop release

1) If you press the            buttons, alert restarts.  

You notice that if you don’t release check, all movement sound alert. At this time, alert 

delay is initialized. Therefore, you have to reset.

You notice that when you click alert notification stop button within delay period, check 

is changed in the alert setting window. However, if you click alert notification stop 

release button, it is changed to the original state.



3.1 Settings for message sending.

1) Press the “set” button in SMS/VMS settings box.       

2) Sending number : Enter sender’s number.

3) Receiving number : Enter mobile or regular number of receiver.

4) Press [▼], select message or type your desired message.

(You can enter up to 40 letters.)

5) You can add user to receive message.

6) If you finish, check if SMS/VMS sending operate properly. 

(If it doesn’t work well, please check again and enter.

Attention! If you send message beyond monthly-fixed times,

separate fee is charged. 

3.2 Settings to turn on all SMS/VMS sending

Setting and transmitting SMS/VMS is available for all channel.

1) Check to operate transmitting.

2) Either SMS or VMS is available.

3.3 Setting operating intervals.

Set sending intervals of SMS/VMS.

1) Re-send message after interval value you set. 
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When motion is detected, message is delivered 

to user along with SMS/VMS and alerts sound.

3. SMS/VMS setting

Attention! 

This function is needed for user to apply for 

added-service. In regard with the related 

information, please contact your nearest 

shopper or installer.

[Picture 2] SMS/VMS settings box



1. Settings

Related settings must be made to use each function.

1.1 Select your desired channel. (setting common allow it to apply to all.

1.2 Checking/Unchecking means on/releasing.

7.2 Each Channel Settings

[Picture 1] Channel settings box

You can set alert, SMS/VMS, motion detections.

When there is any movement in the motion zone, alert sounds.

It operates when only detecting motion or detecting motion during recording.

2. Motion Zone settings

Notice that channel must be on for settings.

2.1 Settings

1) Select channel to set.

2) If you press <Dragging zone>button in Motion detection settings box, dragging box appears.

3) Then you can drag the box using mouse to make it bigger or smaller, whatever you want.

4) After dragging, press ‘record’ button and apply it. 

5) If you reassign the zone, just press ‘default’ button and reset from second order.  

6) If it doesn’t work, press ‘default’ button.

7) If you make the zone appear on display, set ‘motion zone appearing’.
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[Table 1] Motion sensitivity

3. Adjusting Sensitivity of Motion Detection

Setting up motion detection responsiveness chooses the degree of sensitivity should 

motion detection occur.

You can adjust motion sensitivity to prevent wrong detecting.

3.1 Settings

1) Auto-settings : automatically responds according to the surroundings.

(Dark Place : very high / Bright Place : very low)

2) Auto-settings is default setting, however to customize the sensitivity to your

surroundings, uncheck ‘Auto-settings’ and set it. Please, refer to the below table

in regard to motion sensitivity.

Caution! Setting up higher responsiveness responds to minute motions. 

When setting up responsiveness, consider errors due to light, etc.

(consider the probability of false motion detecting due to slight thing such

as light etc.)
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8. Replay (BONI PLAYER) 

You can search all recorded files by date and time , and playback, delete and store.

[Picture 2] BONI PLAYER

P.70

P.68

P.64

P.63

Related 
pages

Playback 
window

Control 
window

Channel 
tab

Searching 
window

Menu

Playback③

File information and checking them.④

File deletion, storage by each channels②

Search and download the files by date, function, 
path.

①

DescriptionsNo.

[Picture 1] Playback buttons

[Table 1] BONI PLAYER menu

1. Select the playback button on the right side of pannel.

④

③

②

①
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8.1 Searching recorded video.

You can search recorded files by date, time, how you record, path.

①
③

②

[Picture 1] Searching window

1. By selecting date and time, you can search for corresponding video for a given period.

[Picture 1] Set start and end time referring to the above picture. 

1.1 Set start time. 

1)  Press the calendar button      to select date.

2) Press [▼] button to select time. You can search recorded video from the time you 

selected.

1.2 Set end time. 

1) Press the calendar button       to select date.

2) Press[▼] button to select time. You can search recorded video from the time you 

selected.

2. Set functions, path. See at ② in the above [Picture 1].

2.1 Settings functions.

1) Select the bottom left [▼] button to select <recording> or <motion>. 

2) [recording] means recording and motion detection during recording.

3) [motion] means motion detection.

2.2 Setting path.

1) Select the bottom right [▼] button to select <default>, <backup path>.

3. Search

After setting, start searching recorded video by pressing  ③[search] button.

If no video is searched, message appear to notice you.

You notice that recorded is searchable in default / backup path user set.        

Settings date or time.
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8.3 Channel selection and Video lists 

[Picture 1] Channel tab

8.2 Loading

[Picture 1] Searching window

You can play back image, streaming files in other path other that the default/backup path user set. 

1. Use

1.1 Select [download].

1.2 If File window pop up, move to the path to find file you need. 

1.3 Select file , press <open>, then file open.

Searched videos are displayed from either all channels or each channel.

1. [Picture 1] channel tab ①

1.1 Select [All]

Events from all cameras are listed by 

time for a given period you set .

1.2 Select <specific channel>

Events from specific channel are listed 

for a given period you set.

③

⑤

②

①

2. [Picture 1] channel tab ②

It indicates the number of videos.

④

You notice that file is selectable in only both 

[*.BONI][*.bmp] form.

Down the right slide bar and change file form.

You notice that video is selectable only

from default/backup path.
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You can playback, store, delete recorded video and search duration each video is recorded, 

file name, channel name, function, file size and storage folder name.

3. [Picture 1] Channel tab ③

3.1 Viewing video information

1) Viewing recording duration, file name

The file name represent the time when the file was created. 

For example, [2006-02-23 22h41m00s-02-23 22h41m06sS] means from 

10:41:00P.M on Feb. 23th, 2006 to 10:41:00P.M on Feb. 23, 2006.

2) Press the       button, information including channel name, function, file size, 

recorded folder name shows.

[Picture 2] Video selection window

3.2 Selecting one video

1) Select whatever video you want on searched lists.

3.3 Selecting several videos

1) Right mouse click on one item in [picture 2] video selection and drag down. 

2) You can use [Shift] key as well by clicking original and end files.

3) You can also [Ctrl] key by clicking whatever video you want.

②

①

[Picture 2]Video selection window ①

Recording or recording during motion detection

[Picture 2] Video selection window ②

Motion detection video
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4. [Picture 1] Channel tab④

4.1 Select video and delete.

1) Select the video to delete.

2) After selecting, right mouse chick and select <deletion> or select <Delete> of key

board. 

3) User authentication window appears. Deleting video is required authenticate user. 

4) After entering password, select ‘Yes’.

4.2 Delete all files 

1) Select [Deleting all files].

2) Authentication window pops up. Deleting video is required to authenticate user.

3) After entering password, (Picture 4) file deletion window appears. 

[Picture 3] Deletion checking window

[Picture 4] File deletion window

[Picture 5] Confirmed deletion window

4) Check the box of path you want to delete and press ‘Delete’.

5) After pressing [delete], [Picture 5] box appears. Press YES to delete.    
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4.3 Storage

System will automatically delete recorded file. 

Important files can be copied in a separate path.  

[Picture 6] Storage settings window

1) Select video you want to archive.

2) After selecting video and click <archive>, Settings archive window [Picture 6] will  

appears. 

3) The default path is [C:\BONISTORE]. To change path, select [Searching path] and 

change it.

4) Check the box of [Path recording] and path is recorded.

5) After setting path, If you select <start copying>, file copying starts.
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You can playback recorded file in different speeds, capture the image by moving frame, 

pausing and stoping.

8.4 Video playback 

Regulate the speed of refreshing 

videos.Replay Speed

Reproduces the chosen videoReplay

Move to previous or next file.

Play in reverse or 

next file

Stop play-back video.Stop

Pauses the playing imagePause

Captures a still image Capture

Slide bar allow you to move forward or 

backward by clicking on the cross bar 

and moving it from side to side.

Slide bar

FunctionsNameItems

[Picture 1] BONI PLAYER control button

[Table 1] BONI PLAYER playback buttons

1. Video playback, pause, adjust the playback speed of recorded file.

Recorded file is played back in different speeds.

1.1 Play back

1) Search you desired video file.

2) After selecting the file, press       or <play> of shortcut menu. 

3) After exit of replaying video, Screen is moved to original display.
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1.2 Stop

If you press the stop button      during replaying, playing-back screen is moved to 

the original screen.

1.3 Play-back by different speeds.                          (Speed : ¼, ½,2,4,8,16* normal speed.) 

1) You can control the play-back speed using the speed control button.

2) You can playback forward ¼,½,*16 normal speed using the drop-down menu.

See at P. 70 regarding playback drop down menu.

2. Video pause and frame movement.

You can pause replaying video.

2.1 Pause

1) If the replaying screen appear, click the pause button or <Pause> from the drop down 

menu.

2.2 Frame movement

1) Paused video play forward or backward by one frame with frame movement button.

[Picture 2] Frame movement button.

3. Capture still image  

You can store specific play-back video in a still image form.

3.1 Capture

1) Select the video to replay and play back by selecting the  button.

2) Press the       button to capture the video that you wish during replaying.

3) If you adjust the frame with frame movement button, you can more accurate screen.

4) If you select the      button or <still image capture> on the drop down menu, and 

image recording path appears.

5) Select the recording path for image and click <recording>. 
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8.5 Video play back

You can view image and playing-back video. In addition, you can know image, file name, 

resolution, speed of playing-back, the number of frame, play-back speed.

[Picture 1] video play-back window

1. Replay file name : It includes currently-replaying-and-displaying file name.

2. Resolution : It means resolution during recording. 

3. Recording speed : It says the maximum speed when recording.

4. Replaying speed : It indicate playing-back speed.

5. The number of frame : It is the gross/current number of frame to play back.

6. Replay drop-down menu : Right mouse click on the screen.

[Picture 2] Replay drop-down menu
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[Picture 2] Search box

① ②

9. Log

All events are searched by date, function and printable.

1. Select log button on the utter right side of panel.

2. Search

Select date, function to search. 

Then press the search start button. 

2.1 Date selection

[Picture 2] Press the calendar button      

in the search box.

1) Select start date pressing ① button. 

2) Select end date pressing ②button.  

2.2 Function selection

1) [Picture 2] Press the[▼] button in the box.

2) Select the function that you wish.

[Picture 1] Log button
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[Picture 3]  Print-out option window

4. Print-out

Current results of search is printed out.

4.1 Events you’d like to print-out are searched. 

4.2 If you press the <print> button in the search box, Print-out option window pops up.

4.3 Start to print out by pressing <printer> in the print-out option window.

4.4 If you are to set preface, closing and blank of the material, use each drop-down icon 

in the dialog box.

3. Confirming the result of searching.

You can check the results of search by channel.

3.1 All channels : All channels are checked in an order of time.

3.2 Individual channel : Each channel is checked in an order of time.

3.3 System : Events of camera, program and video settings are checked regardless 

of channel.
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10. Channel Circulation

The function of channel rotation is used to rotate channels in due order  by enlarging the 

screen.The channels are rotated according to the time interval. 

(See p. 53 for details to set up time intervals.)

[Picture 2] Before channel rotation [Picture 3] After channel rotation

[Picture 1] Channel rotation button

1. Select the channel rotation button on the utter right side of panel.

2. Settings

2.1 Use : Press the channel rotation button on the panel window. 

2.2 Release 

1) Press the channel rotation button on the panel window. 

2) Double-click on the channel screen.

NOTE : Chanel rotation operates only when two or more channels are on.
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Remote online viewing

(Not available)



1. Join as a member at the web site. (www.dvrtop.com).

1. Online Registration

2. After connecting to the web site, click ‘Member Entry’ for the member entry window. 

[Picture 1] BONI DVR web site

Note : Use with the ID and password for product registration can use them 

without additional process for membership.

[Picture 2] membership registration

3. Check (V) in “I agree to the articles”. Input your ID and the password in order and 

then press ‘Ok’ (You are required to input all the necessities for membership registration.

Note! 

1) You must use the same ID and 

password when you use the web

surveillance service. Please keep

your ID and password private.  

2) The bill for additional service is

charged to entered post address

in [Post receiver’s address]. 

Additional service end if no payment 

is checked. 

You note to enter correct address.
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To use web service, you must sign up for our webpage at www.dvrtop.com. At the same 

time, you must be approved by your nearest distributor or shopper. You note that the 

computer installing BONI DVR application are to be added service settings. See page 54-

55 with regard to users manual.



5. After member entry, type your ID and password and then press ‘login’ to run 

the web site. 

4. You have completed the procedure for member entry.

Note! Be very careful to keep your password private.

It is recommended not to use your national ID, birthday, etc. 

so that  no one else can decode it.  It is a good idea  to change your password

every few months. The password is saved in cipher in the member’s system. 

Even operators cannot access your password. It is a good idea to use a 

password different from the BONI DVR password for security reason.

6. When you forget your password, you can find it by using ID/PW Search. However, 

the password is automatically deleted from the system. The temporary new password is sent to 

you by e-mail.(You are required to change the password after login.)  

[Picture 3] ID/PW searching
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2. My BONI DVR View

1. You are required to join as a member at the web site(www.dvrtop.com).

(See pp. 75~76 for details.)

2. You are required to pay the service fee after applying for web service. You must

be approved by the Administrator to use the web surveillance service. 

(A DEMO version is free(available) for 30 days without applying for the service.) 

3. Choose ‘ Watching My Video‘ after login.

[Picture 1] BONI DVR web site

4. Web client BONI DVR is executed.

The manual is the same as the BONI 

DVR manual.

Refer to the manual provided when 

you purchased this product.

[Picture 2] BONI DVR web surveillance service
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3. Remote Control

The function of BONI DVR system can be set up and controlled remotely on the  web. 

Remote control window will pop up after selecting Shortcut menu/Remote control.

1. Choose the function you want and then press ‘OK’ for application. 

The surveillance image can be saved in the computer after executing the web surveillance 

service. Choose the storage path and press the ‘save’ button to set up the storage path.  

4. Saving path settings

1. Select <Saving path settings> on the bottom menu.

2. Select <index>, assign folder and store.

[Picture 1] Remote control

Caution! For this service, web surveillance service should be set up in the computer

you will use for remote control.
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5.1 Warning Message “DirectX Error!” or 

“Could not render sample grabber output pin”
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85
3. Despite installing more than 2 cameras, 

the video doesn’t appear.
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842. Gray Image in the Channel

811. No screen while operating BONI DVR

Contents

80

Chapter 5 Troubleshooting



Solution : Please check the followings. 

1. No screen while operating BONI DVR

1.1 Trouble with Direct  X Version

[Picture 1] Direct X running
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1) Check the correct connection between the camera and the PC used to run BONI DVR. 

Press the following [Start]-[Control Panel]-[Scanner and Camera]. 

You will find the list of the installed cameras. If you find no message on the list, it means

that the cameras are not installed. Reinstall the camera driver for connection.

2) Confirm that Direct X version is in the system installed with BONI DVR. 

Click [Start]-[Run] and then type “dxdiag” in the window for execution. 

Press the ‘OK’ button.



3) When the window for Direct X diagnostic tool appears, confirm if the Direct X  

version is 8.1 or higher.

[Picture 2] Direct X version confirmation.

In case the version is lower than 8.1, visit [data room]-[Utility] on the homepage, 

www.dvrtop.com to download ‘Microsoft DirectX End-User Runtime 9.0c Web Setup’ the 

multi language version and install it. After installation, run ‘BONI DVR’ again.(The BONI 

DVR CD  contains this version). 

82

Chapter 5 Troubleshooting



1.2 Using camera different  from each other

Check the cameras connected to BONI DVR to find if they are produced by different 

manufacturers. 

Check the following.

[Picture 1] Camera list
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1) Check the information about camera connection.

Pressing [Start]-[Control Panel]-[Scanner and camera] shows the list of installed 

cameras. Check if the list contains the same cameras.

2) You are required to connect the same models of cameras. Even if  different models are 

connected, the list of cameras may show the same list when you choose [Scanner and 

Camera].

(Manufacturers throughout the world use the same module  70% of the time when they 

manufacture PC cameras. Accordingly, even when different models are installed, they may 

be recognized as the same model in the list [Start]-[Control Panel]-[Scanner and 

Camera].

Picture 1 shows that a PC recognizes the same models even if different models are installed.



2. Gray Image in the Channel

1. Reinstall camera driver

The gray image may be caused by the improper installation of the camera driver or by  

the installation of a camera driver of a different model. Reinstall the driver of the relevant 

camera and then run it. 

2.1 Click [Start]-[Run].Input “dxdiag” in the window of execution and then press ‘OK’. 

3. Press [Display] in the window for diagnostic tool in Direct X. Press the ‘No Use’

button from the list of “DirectDraw acceleration and then set up in order not to 

use DirectDraw acceleration function. 

Note : Only set up after confirming “DirectDraw Acceleration” which may be set 

up to use the function according to PC

2. Try changing the setup function for DirectDraw acceleration in Direct X. 

[Picture 1] Direct X running

[Picture 2] DirectDraw settings

84

Chapter 5 Troubleshooting



Check the following

1. Check if the cameras are connected to your PC. 

2. If the message for excessive bandwidth appears, run BONI DVR and then choose 

‘Camera Installation’ to regulate the bandwidth to the minimum. 

Ex) Bandwidth installation method for the Kocom KMC-90 model. (Other models 

may have a different installation method or they may have no bandwidth regulation. 

2.2 When you see the warning message for excessive bandwidth, press the ‘Camera 

setup’ button and then release Auto Enable(V) in the window for ‘camera Controls’.

2.3 Set the USB Bandwidth by 2 and then terminate BONI DVR. Rerun BONI DVR. 

See Page. 15 on how to set bandwidth.

3. Despite installing more than 2 cameras, the video doesn’t appear.

[Picture 2] Camera Setups 
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[Picture 1] Warning Message for Excessive Bandwidth



4. No Image Despite Running BONI DVR

This is caused by a BONI DVR program with an error or deleted file. For a solution, reinstall 

BONI DVR after deleting the BONI DVR program.

5.1 Warning Message “DirectX Error!” or “Could not render 

sample grabber output pin”

This may be caused by  BONI DVR- installed- PC which is not installed by Direct X or 

a version which is 8.1 or lower. You are required to set up Direct X 8.1 or higher in the 

system and then run it.     (* See p.81 for Direct X set method.)

5. Alert message

5.2 Warning Message  “Not 320 * 240 Resolution”

This may be caused by a relevant camera which doesn’t support 320*240 resolution. 

BONI DVR supports cameras with 320 * 240 resolution. You are required to change 

the relevant camera.
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6. When camera have problem  

Confirm bandwidth or camera connection if the problem happen during operating surveillance system 

or [camera on]. 

1. Confirmation camera connection.

Select start/set/control panel/scanner or camera.

If the number of camera installed in scanner or camera doesn’t match real camera 

connections, problem come from camera disconnection. Request the follow-up service even 

after you find camera line OK.

2. Confirmation bandwidth settings

[Picture 1] If error message box come up, reset bandwidth.

[Picture 1] Error message box
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[Picture 2] AMCAP setting window

2.1 How to revise bandwidth

1) Go to start/program and select camera driver.

2) For instance, BONI CAM is start/program/MIRAE MTC-D1 camera.

3) After selecting camera driver, implement <AMCAP>.

2.2 Settings AMCAP

1) Go to [Devices] and select camera with problem.

2) After selecting camera, Go to [Options]/[Video Capture Filter] and set bandwidth.

In regard with bandwidth settings, see at P. 15.
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7. Web Connecting Screen and Login box appear when running 

BONI DVR
1. When running BONI DVR, the internet connecting window for web   

service and the dialog box for login appear user configuration dialog box at the same time.

[Picture 1] Internet connections for additional service.

[picture-2 Web Service login Screen]

2. Cause

When you select [Admin.]/[Service]/[Use additional service], users confirmation box

come up.

2.1 BONI DVR provide online/mobile surveillance with internet connected. (Not available now)

If you are to use the service, please apply for additional service at your nearest shopper.

You are required to apply for web service if you are provided with web surveillance 

service on line.

2.2 Users who don’t use additional service see at p. 91 to change settings.
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3. Troubleshooting

3.1 Select the cancel button without entering ID and Password in the below users 

confirmation window.

3.2 Enter ‘the password’ provided by the 

Administrator on the BONI DVR login dialog 

box and then  click on the ‘OK’ button. 

3.3 Click ‘Admin’ on the initial screen of BONI DVR.

[Picture 1] Additional service login window

[Picture 3] BONI DVR main screen

[Picture 2] BONI DVR login box
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Basic setup Password “ guest ”



3.4 Choose ‘Web Service’Tab in the ‘Admin settings window.

Note : If you set  the “Do not users 

additional service button, additional

service is not provided to you.

[Picture 4]  Service settings
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1) Select the “ Do not users additional 

service.” in the additional service box.



8. How to confirm BONI DVR version

Version confirmation is needed when receiving follow up service or BONI DVR updating.

Regarding confirming version, select the Admin. Button on the right side of main screen.

BONI DVR version is indicated on the top side of Admin. Window.

[Picture 1] BONI DVR Admin. window

9. When deleting BONI DVR

All the set values of BONI DVR is stored in a file form. If you store and copy all the 

recorded files to the other system you are to use prior to deleting BONI DVR application on 

system, all the previous files are reserved and restored on the new system so that you don’t 

have to customize the system again. Setting file, the STIMESET.DLL is there in  

C:\Program Files\MIRAE. 

Note! You are ensured that STIMESET.DLL  file is copied and stored

in a separate disk space for you to use the files on your new system.
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When deleting and recreating shortcut icon on the existing background screen, running BONI DVR, 

auto-updating, watching live service connections could not work.

10. Notice when you delete and create icon on background screen 

1. Create shortcut icon in BONI DVR running file.

1.1 Creating shortcut icon

1) Move to the directory installing BONI DVR. The directory is ‘C:\Program Files\MIRAE’.

2) Right mouse click on the ‘BONI.exe’ file, select send/create icon on the background.  

2. Set the contents of shortcut icon.

2.1 Right mouse click on shortcut icon created on the background screen run its contents. 

Then shortcut icon info. Box appears as in picture 1.

2.2 When deleting and creating the existing shortcut icon, 

starting point is positioned in blank.

1) Enter the folder directory that BONI DVR at starting

point and select the confirmation button. 

(The directory that hold BONI DVR is  “C:\Program

Files\MIRAE”.)

[Picture 1] Shortcut icon info. window

11. Others

When adding or changing USB device (camera, hub, mouse, keyboard, speaker etc.), you 

are noted to rerun PC for stable system.
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①

②

③

④

USB Extension cable

Extensible Max 40m

5m

5m

5m

5m

LAN cable

USB repeater cable

[Picture 1] USB Cable connection diagram

1. USB Cable diagram
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Case ① (To 5M )

Components : USB dome-shaped camera(5M)

Basic cable structure. Only USB dome-shaped camera line is used.

Components : USB dome-shaped camera(5M) + USB extension cable 

(The maximum of one 5M is used )

In this case, line is composed of USB dome-shaped camera line and USB extension cable. 

Components : USB dome-shaped camera(5M) + USB repeater cable

(The maximum of four 5M is used.)

USB dome-shaped camera and USB repeater cable are composed. 

Components : USB dome-shaped camera(5M) + SUPER-X 

(The maximum of 40M UTP cable is used.) 

USB dome-shaped camera and SUPER-X is used connecting LAN cable.

Case ③ (To 10M~25M)

Case ④ (To 25M~45M)

Case ② (To 5M~10M )



Name : SUPER-X

Length : Extension up to 40M using LAN cable.

Components : Base-Remote 1 Set

Notice : Connection cable must be LAN cable.

Name : USB Repeater Cable.

Length : 5M

Name : USB Extension Cable MF

Length : 5M

Notice : Only compatible with USB 2.0.

DescriptionPicture

[Table 1] USB materials 

2. USB materials
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3. Settings standard by computer specification.

775713

101051004
PⅣ-

1.8Ghz

71551513

253051504

PⅣ-
2.4Ghz

253051504

PⅣ-
3.0Ghz

775722

253051513

2

0

High-
quality 
screen

2

4

Moderate
-quality 

screen

Channels by resolution

5

3

Recording

15

7

Screen

Recommended Speed 
(fps)

30

7

Screen

Maximum Speed (fps)

PⅢ-
800Mhz

Specific
ations

25

3

Recording

This table is the result of our testing based on detecting motion during recording.

Low recording speed is recommended for efficient HDD use, and High resolution provide 4 times 

video recording capacity as big as the regular one. This is subject to change by users PC

performance. So it may be customized properly by users PC environment.
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BONI DVR Customer Support

1. Technical Support

Support for BONI DVR must be obtained via email to: dvrtop@mtelecom.co.kr. You can 

contact us by phone  or by email when you are experiencing issues or have questions 

regarding BONI DVR. Be sure to check our Q&A page on our website, too.

H.Q : 101 Woosung APT, 113, Ido 2-dong, Jeju-city, 
South Korea

Call : +82-11-639-4430

FAX : +82-64-702-3437

Online : www.dvrtop.com

e-mail : gn7soft@naver.com

Please enter the following items  for us to provide you the detailed answers to your 

technical questions.

1. Name, Phone Number, e-mail

2. Product Number 

3. Version and The number of channels

4. O/S and Computer Requirements

2. One-on-ONE  Support

• Available Hours

Customer’s faults.

PC environment setting problem.

Problem from system change.

Problem from other product.

• Exception for Free follow-up Service

Defective goods

Weekdays  09:00 ~ 12:00  /  13:30 ~ 18:00

Sat.  09:30 ~ 12:00  /  13:30 ~ 15:00

Your phone line could be delayed due to line jam.

You may ask any questions on product.

Extra costs are charged to you depending on situation when technician travels for 

follow-up service.

• Free Follow-up Service
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BONI DVR license agreement and limited warranty 
• The documentation is protected by copyright and other intellectual property laws and treaties. 

G&Seven Soft or its suppliers own the title, copyright and other intellectual rights in the product 
enclosed.  The license agreement describes your right to use the software for a limited period. 
The license agreement does not entitle you to any ownership rights of the programming code. 
You agree to be bound by the terms of this license agreement by using, loading the software, any 
device. You are granted the following rights and duties except for other few provisions described on this 
documentation. 

• (1) You may use the BONI DVR with one unique system. In case the product you bought include multi-
language version or other software title, only one language version per the product title is allowed for 
you to use. (Copying other language version is protected.) 

• The initial user can’t transfer the version to other or allow another end user to use different version.

• (2) You may transfer software to either an individual or an entity after noticing them to G&Seven Soft in 
writing. Prior to the transfer, the end user receiving the transferred product must agree to all the License 
Agreement terms and initial user is not allowed to own a copy of software.

• The followings are banned.

• (1) The documentation included in software can’t be reproduced.  

• (2) You may not rent, lease, or lend the product. 

• (3) You may not reverse engineer, decompile, disassemble, revise the product.

• Limited Warranty 

• G&Seven Soft warrants that the product will perform substantially in accordance with the accompanying 
materials for a period of ninety days from the date of receipt.

• If an implied warranty or condition prohibits disclaimer of it, you also have an implied warranty or 
condition, but only as to defects during the period of limited warranty (Ninety Days). Replacing the 
product must be involved in the proof of the ninety-days product from the purchasing day. User’s 
carelessness or mistakes are not applied to this agreement. The limited warranty gives you specific 
rights.  

• The limited warranty is void if the failure of product has resulted from accident, abuse, misapplication, 
abnormal use, or a virus.

• Limitation of liability and remedy

• To the maximum extent permitted by applicable law, in no event shall G&Seven Soft or its supplier be 
liable for any special, incidental, indirect, consequential damages whatsoever (including, but not limited 
to, damages for loss of profits or confidential or other information, for business interruption, for 
personal injury, for loss of privacy, for failure to meet any duty including of good faith or of reasonable 
care, for negligence and for any pecuniary or other loss whatsoever)arising out of or in any way related 
to the use of or inability to use the product, the provision of or failure to provide support services, or 
otherwise under or in connection with any provision of license agreement, even in the event of fault, 
tort(including negligence), strict liability, breach of contract, or breach of warranty of G&Seven Soft or 
any suppliers, and even if G&Seven Soft or any supplier has been advised of the possibilities of such 
damages.

• Some regions do not allow the exclusion or limitation of incidental or consequential damages, so the 
above limitation or exclusion may not apply to you.

• In any events, the entire liability of G&Seven Soft shall not be limited to the greater of the amount 
actually paid by you for the product. The foregoing limitations, exclusions shall apply to the maximum 
extent permitted by applicable law, even if any remedy fails it essential purpose. 

• Termination 

• Without prejudice to any other rights, G&Seven Soft may terminate this License Agreement if you do not 
abide by the terms and conditions above, in which case you must destroy all copies of the software and 
return all components parts to MGI. 

• For further information write G&Seven Soft

• Website : http//www.mtelecom.co.kr 

• E-Mail : gn7soft@naver.com
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